
Global Head Office & Factory in Korea
KT&C Co.,Ltd.
KT&C Bldg., 487-4 Bangwha-Dong, 
Gangseo-Gu, Seoul, Korea
Tel : +82-2-3662-0118         
Fax : +82-2-3662-0116        
http : //www.ktnc.co.kr       
Email : ktnc@ktnc.co.kr / sales@ktnc.co.kr

Sales Office in North America
KT&C USA, Inc.
3240 Wilshire Blvd., #501, 
Los Angeles, California 90010, USA
Tel : +1-213-381-0061            
Fax : +1-213-381-0064        
Toll-Free :
Phone : 1-888-767-2288(SOS-CCTV)
Fax : 1-866-586-2872(KTNC-USA)
http : //www.ktncusa.com        
Email : sales@ktncusa.com

Sales Office in China
KT&C(Hong Kong) Co.,Ltd.
RM304 Dominion Centre, 
43 Queen’s Rd East, Wanchai, Hong Kong
Tel : +852-8199-7513

Shenzhen Office
Room 1618-1619 Xinian Center, Shennan Blvd 6021, 
Shenzhen,  Guangdong, China
Tel : +86-755-8835-0905             
Fax : +86-755-8835-0943
http : //www.ktnc-china.com    
Email : sales@ktnc-china.com

A Leader of Visual Technology

All Rights Reserved by KT&C  Oct. 2007 VerⅡ

Special Attention : KT&C holding patent rights for its miniature CCD cameras.

www.KTNC.co.kr

KT&C A Leader of Visual Technology

Security Products



Korea Technology and Communications(KT&C) was
established in 1997. KT&C is a dynamically growing CCTV
camera company that has quickly become a leader in
developing and manufacturing CCTV products, and utilizing
the power of CCD technology.

KT&C designs, manufactures, and markets CCTV products
with the vision of providing highest quality with the creation
of the smallest and the most advanced CCD Camera ranging
from miniature sized to the specially designed for the
professional end-users at highly competitive price.

All the process that are involved in manufacturing CCTV
products in the KT&C Portfolios are undertaken from in-
house to the research & development of products, and to the
manufacturing and final testing of products.
Our sophisticated design systems and modernized
equipments ensure that we are capable of providing
innovative, reliable and the best quality products.

We dedicate our excellence on quality control and our
devotion to make the best camera in the market.
We believe in world Quality Right before your eyes, our
engineers devoted work, their dedication to make each
camera is second to none, we have people who are at their
best at doing what they are capable of.

A Leader
of Visual Technology

www.KTNC.co.kr
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Formed a R&D Center for innovating and developing miniature sized CCD Cameras 
as a proposal of performing a CCTV manufacturing company 

The world first B/W modules ( Made first shipments to world-wide markets ) 

Developed the world first micro compact bullet shape B/W camera (19Ø) for both outdoor and indoor application 
Acquired patent rights for both KPC-400 and KPC-190 series 
Developed ultra compact sized DSP color CCD camera with square and bullet shape for waterresistance applications 
( KPC-700 & 230 series ) 

Awarded superior manufacturing and exporting as a recognition of its outstanding performance by the Korean government 
Developed micro compact sized low Lux pinhole aluminum dome camera and acquired a patent right 

Built and moved to expanded factory building size of 2,800 square meters at Bu-chon 
Developed world first super compact sized DSP color & B/W camera with SONY CCD 
Awarded US$5 million for export prize by the Korean government 
Established KT&C USA INC., in Los Angeles California as a branch office in North America 

Acquired a certification of ISO 9001 
Awarded 10million US dollars for export prize by the Korean government. 

Launching full range of Professional Digital Video Recorder, 1ch/4ch/16ch with qualified Net-work solution  
Launching compact size stand alone,1ch/4ch DVR  
Developed world smallest size(22x26mm) color camera module with sony CCD 

Established KT&C China INC., in shenzhen as a branch office in China 
Built and moving to enlarged new contemporary factory building located in Bangwha-dong,Kangseo-Gu, Seoul 

Developed world smallest size(19Ø) color bullet camera with sony CCD&270X power zoom camera, 
Mechanical day&night camera (18 IR LED, Aspheric varifocal f3,8~9.5, 480TV lines) and so forth. 
Awarded 20million US dollars for export prize by the Korean government 

Launched “Digital Observation System”, consist of USB DVR and KPC-S53CNV 
Developed WDR module with Sony Vertical Double Density Interline 1/3” CCD, 480TV Lines 
Developed 520TV lines module built in Sony SS-HQ1 chipset  
Developed optical 22X zoom camera with manual focus 
Developed Night Vision Dual CCD Camera 

Developed stand alone 4CH DVR (M-JPEG) 
Developed high speed dome camera 
Developed WDR CCTV camera (C/CS momunt) 
Developed ultra night vision camera with 96ea IR LED 
Acquired a certification of ISO 14001 
Awarded 30million US dollars for export prize by the Korean government 

Developed the smallest 550TV Lines color bullet camera
& Mini speed dome camera with 10x zoom
Acquired a certification of INNOBIZ
Developed Optical 22X zoom camera with auto focus
Developed B/W camera with Super low luminance technology
& Outdoor Bullet camera supports 550TV Lines combined varifocal lens
Developed advanced super night vision camera with external control for optimal
camera function

Meet the world's most advanced 
visual performance with KT&C 
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1/3" Sony 480TVL O IP67 DC12V
KPC-

WDRN600
New

OSD, A/D key
Aspheric
Varifocal

(ICR)

18LEDs
(Max.
30M)

60Ø
x155mm

w
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w
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Color

Product Information

Night Vision / Outdoor Series
Shape Color Model Model Image CCD Resolution Lens LED Dimensions Voltage Option

Day &
Night
(ICR)

Min.
Illumination

IP
rate

Night
Vision

A
 Leader of V

isual Technology

Color

Night Vision / Outdoor Series
Shape Color Model Model Image CCD Resolution Lens LED Dimensions Voltage Option

Day &
Night
(ICR)

Min.
Illumination

Special
Outdoor

1/3" Sony Board IP67 23Ø DC12VKPC-
S230C(H)WX

380TVL
(550TVL)

380TVL
(550TVL)

380TVL
(550TVL)

380TVL
(550TVL)

380TVL
(550TVL)

380TVL
(550TVL)

1/3" Sony Board - 23Ø DC12VKPC-
S230C(H)B

1/3" Sony - 23Ø DC12VKPC-
S230C(H)P1

1/3" Sony - 23Ø DC12VKPC-
S230C(H)P3

1/3" Sony - 23Ø DC12VKPC-
S230C(H)P4

1/3" Sony - 23Ø DC12VKPC-
S230C(H)V

Cone
Pinhole

Flat
Pinhole

Super
Cone

Pinhole

Fixed Iris
Varifocal

1/3" Sony 380TVL 0.5Lux/F2.0 Board IP67 19Ø DC12V EXviewKPC-
S190CWX

1/3" Sony 380TVL 0.5Lux/F2.0 Board - 19Ø DC12V EXviewKPC-
S190CB

1/3" Sony 380TVL 0.5Lux/F2.0 - 19Ø DC12V EXviewKPC-
S190CP1

Cone
Pinhole

Bullet Color

Bullet Series
Shape Color Model Model Image CCD Resolution Min. Illumination Lens IPrate Dimensions Voltage Option

1/3" Sony Board - IP67 DC12VKPC-
TW670

1/3" Sony 380TVL Board - IP67 DC12V EXviewKPC-
S53CNV

1/3" Sony 520TVL Board - IP67 DC12VKPC-
HD53CNV

1/3" Sony 380TVL Board - IP67 DC12V EXviewKPC-
S35CNV

1/3" Sony Board - IP67 DC12V EXviewKPC-
S50NV

55Ø
x90mm

1/3" Sony Board - IP67 DC12V
KPC-
N630
New

60Ø
x145mm

55Ø
x90mm

37Ø
x110mm

55Ø
x90mm

37Ø
x110mm

60Ø
x145mm

1/3" Sony 420TVL Board - IP67 DC12V EXviewKPC-
S35NV

1/3" Sony Varifocal - - IP67 DC12VKPC-
W600N(H)

1/3" Sony 380TVL 0.5Lux/F2.0 - - IP67 DC12V EXviewKPC-
VF353CHL

Fixed Iris
Varifocal

1/3" Sony 380TVL 0.5Lux/F2.0 Board - - IP67 DC12V EXviewKPC-
S230CHL

1/3" Sony Varifocal - - IP67 DC12V EXviewKPC-
W600E(H)

1/3" Sony - - IP67 DC12V EXviewKPC-
VF353SW

1/3" Sony Board - - IP67 DC12V EXview

AC24V
(Dual Voltage)

EXview
Heater

A/D key
RS-485 Interface

EXview

AC24V
(Dual Voltage)

EXview

COLOR: 
550TVL

B/W:
420TVL

1/3" Sony 550TVL - IP66 DC12V
KPC-

N800H
New

EXview CCD,
AC24V, Mirror
Mode, Heater

Aspheric
Varifocal

96LEDs
(Max.
60M)

200x117
x118mm

12LEDs
(Max.
15M)

12LEDs
(Max.
15M)

12LEDs
(Max.
15M)

6LEDs
(Max.
10M)

6LEDs
(Max.
10M)

1/3" Sony 550TVL O IP67 DC12V
KPC-
N750
New

EXview
A/D key, OSD

AC24V
(Dual Voltage)

EXview

Aspheric
Varifocal

(ICR)

380TVL
(550TVL)

0 Lux
(IR LED ON)

0 Lux
(IR LED ON)

0 Lux
(IR LED ON)

48LEDs
(Max.
50M)

30LEDs
(Max.
50M)

24LEDs
(Max.
30M)

1/3" Sony 550TVL O IP67 AC24V
KPC-
N700
New

78Ø
x140mm

EXview
Heater

0 Lux
(IR LED ON)

45LEDs
(Max.
50M)

156x108
x79mm

110x87
x62mm

KPC-
S230HL

40.5Ø
x130mm

23Ø
x80mm

60Ø
x145mm

37Ø
x108mm

23Ø
x80mm

Fixed Iris
Varifocal

Aspheric
Varifocal

(ICR)

1/3" Sony O IP67 DC12VKPC-
N600

60Ø
x145mm

AC24V
(Dual Voltage)

EXview

380TVL
(550TVL)

420TVL
(600TVL)

0 Lux
(IR LED ON)

0 Lux
(IR LED ON)

0 Lux
(IR LED ON)

0 Lux
(IR LED ON)

0 Lux
(IR LED ON)

0 Lux
(IR LED ON)

0 Lux
(IR LED ON)

0.5Lux/F2.0
(1.0Lux/F2.0)

18LEDs
(Max.
30M)

Aspheric
Varifocal

(ICR)

380TVL
(550TVL)

1/3" Sony - - IP67 DC12V
KPC-
VF325
New

26Ø
x113mm

EXview,
Mirror Mode1.0Lux/F2.0

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(1.0Lux/F2.0)

0.05Lux/F2.0
(1.0Lux/F2.0)

0.05Lux/F2.0
(1.0Lux/F2.0)

0.05Lux/F2.0
(1.0Lux/F2.0)

0.05Lux/F2.0
(1.0Lux/F2.0)

0.05Lux/F2.0
(1.0Lux/F2.0)

Fixed Iris
Varifocal,
External
Focus

Adjustable

550TVL

B/W

ColorSpecial
Outdoor

B/W

0 Lux
(IR LED ON)

IP
rate

420TVL
(600TVL)

420TVL
(600TVL)

420TVL
(600TVL)

EXview,
High-Res.

EXview,
High-Res.

EXview,
High-Res.

EXview,
High-Res.

EXview,
High-Res.

EXview,
High-Res.
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1/3" Sony 380TVL 0.5Lux/F2.0 - 19Ø DC12V EXviewKPC-
S190CP3

Flat
Pinhole

1/3" Sony 380TVL 0.5Lux/F2.0 - 19Ø DC12V EXviewKPC-
S190CP4

Super
Cone

Pinhole

Fish-eye
170°

1/3" Sony 380TVL 0.5Lux/F2.0 - 19Ø DC12VKPC-
S190CDV

1/3" Sony 520TVL 1.0Lux/F2.0 Board IP67 23Ø DC12V
A/D key

RS-485 Interface
EXview

EXview
B/W Available

KPC-
HD230CWX

1/3" Sony 520TVL 1.0Lux/F2.0 - 23Ø DC12VKPC-
HD230CP4

Super
Cone

Pinhole

3x Zoom

3x Zoom

3x Zoom
1/3" Sony 520TVL 1.0Lux/F2.0 IP67 37Ø DC12VKPC-

HD353CW
Fixed Iris
Varifocal

A/D key
RS-485 Interface

EXview

A/D key
RS-485 Interface

EXview

VGA 1.0Lux - 23Ø DC12V -KPC-
USB230

Super
Cone

Pinhole

1/4" Sony
Progressive

CCD

1/3" Sony 380TVL 0.5Lux/F2.0 - 19Ø DC3V EXviewKPC-
P210N

Cone
Pinhole

Bullet

Color

Bullet Series
Shape Color Model Model Image CCD Resolution Min. Illumination Lens IPrate Dimensions Voltage Option

B/W

1/4" Sony 380TVL 0.5Lux/F2.0 Board Indoor 23x22mm DC12V -KPC-
S20CBSquare Color

Square Series
Shape Color Model Model Image CCD Resolution Min. Illumination Lens Application Dimensions Voltage Option

1/3" Sony Board IP67 19Ø DC12V

1/3" Sony Board - 19Ø DC12VKPC-
S190S(H)B

1/3" Sony Pinhole - 19Ø DC12VKPC-
S190S(H)P

1/3" Sony - 19Ø DC12VKPC-
S190S(H)P1

1/3" Sony - 19Ø DC12VKPC-
S190S(H)P3

1/3" Sony - 19Ø DC12VKPC-
S190S(H)P4

Cone
Pinhole

Flat
Pinhole

Super
Cone

Pinhole

KPC-
S190S(H)WX

420TVL
(600TVL)

420TVL
(600TVL)

420TVL
(600TVL)

420TVL
(600TVL)

420TVL
(600TVL)

420TVL
(600TVL)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

EXview,
High-Res.

EXview,
High-Res.

EXview,
High-Res.

EXview,
High-Res.

EXview,
High-Res.

EXview,
High-Res.

1/4" Sony 380TVL 0.5Lux/F2.0 Indoor 22x22mm DC12V -KPC-
S20CP1

Cone
Pinhole

1/4" Sony 380TVL 0.5Lux/F2.0 Indoor 22x22mm DC12V -KPC-
S20CP3

Flat
Pinhole

1/4" Sony 380TVL 0.5Lux/F2.0 Indoor 22x22mm DC12V -KPC-
S20CP4

Super
Cone

Pinhole

1/3" Sony Board Indoor 30x30mm DC12VKPC-
S700C(H)B

1/3" Sony Indoor 30x30mm DC12V
Mirror Mode,

Audio, EXview,
High-Res.

Mirror Mode,
Audio, EXview,

High-Res.

KPC-
S700C(H)P1

Cone
Pinhole 

1/3" Sony Indoor 30x30mm DC12VKPC-
S700C(H)P3

Flat
Pinhole

1/3" Sony Indoor 30x30mm DC12VKPC-
S700C(H)P4

Super
Cone

Pinhole

1/3" Sony Indoor 30x30mm DC12VKPC-
S700C(H)V

Mirror Mode,
Audio, EXview,

High-Res.

Mirror Mode,
Audio, EXview,

High-Res.

Square

Color

B/W

Square Series
Shape Color Model Model Image CCD Resolution Min. Illumination Lens Application Dimensions Voltage Option

1/4" Sony 380TVL 0.5Lux/F2.0 Board Indoor 25x30mm DC5VKPC-
S226CB

1/4" Sony 380TVL 0.5Lux/F2.0 Indoor 25x30mm DC5VKPC-
S226CP1

1/4" Sony 380TVL 0.5Lux/F2.0 Indoor 25x30mm DC5VKPC-
S226CP3

1/4" Sony 380TVL 0.5Lux/F2.0 Indoor 25x30mm DC5VKPC-
S226CP4

1/3" Sony Board Indoor 23x22mm DC12VKPC-
S20B(H)

1/3" Sony Indoor 23x22mm DC12VKPC-
S20P(H)1

Flat
Pinhole

Super
Cone

Pinhole

Cone
Pinhole

1/3" Sony Indoor 23x22mm DC12VKPC-
S20P(H)3

Flat
Pinhole

Cone
Pinhole

DC Power 
Converting Cable
(DC12V to DC5V)

DC Power 
Converting Cable
(DC12V to DC5V)

DC Power 
Converting Cable
(DC12V to DC5V)

DC Power 
Converting Cable
(DC12V to DC5V)

EXview,
High-Res.

EXview,
High-Res.

EXview,
High-Res.

Fixed Iris
Varifocal

Mirror Mode,
Audio, EXview,

High-Res.

1/3" Sony Indoor 23x22mm DC12VKPC-
S20P(H)4

Super
Cone

Pinhole

380TVL
(480TVL)

380TVL
(480TVL)

380TVL
(480TVL)

380TVL
(480TVL)

380TVL
(480TVL)

0.5Lux/F2.0
(0.1Lux/F2.0)

0.5Lux/F2.0
(0.1Lux/F2.0)

0.5Lux/F2.0
(0.1Lux/F2.0)

0.5Lux/F2.0
(0.1Lux/F2.0)

0.5Lux/F2.0
(0.1Lux/F2.0)

420TVL
(600TVL)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

420TVL
(600TVL)

420TVL
(600TVL)

420TVL
(600TVL)

EXview,
High-Res.



1/3" Sony Board Indoor 25x25mm DC12VKPC-
S500B(H)

1/3" Sony Pinhole Indoor 25x25mm DC12VKPC-
S500P(H)

1/3" Sony Indoor 25x25mm DC12VKPC-
S500P(H)1

Cone
Pinhole

1/3" Sony Indoor 25x25mm DC12VKPC-
S500P(H)3

1/3" Sony Indoor 25x25mm DC12V
EXview,
Audio, 

High-Res.

KPC-
S500P(H)4

Super
Cone

Pinhole

1/3" Sony Indoor 25x25mm DC12VKPC-
S500V(H)

Fixed Iris
Varifocal

1/3" Sony Board Indoor 30x30mm DC12VKPC-
S400B(H)

1/3" Sony Pinhole Indoor 30x30mm DC12VKPC-
S400P(H)

EXview,
Audio, 

High-Res.

EXview,
Audio, 

High-Res.

EXview,
Audio, 

High-Res.

EXview,
Audio, 

High-Res.

EXview,
Audio, 

High-Res.

EXview,
Audio, 

High-Res.

Square

Square Series
Shape Color Model Model Image CCD Resolution Min. Illumination Lens Application Dimensions Voltage Option

Flat
Pinhole

EXview,
Audio, 

High-Res.

w
w

w
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1/3" Sony 380TVL 0.5Lux/F2.0 - - 20x38.5mm DC12V EXviewACE-
S205C

1/3" Sony 600TVL 0.1Lux/F2.0 Board - 30x30mm DC12VACE-
S560H

1/3" Sony 420TVL 0.05Lux/F2.0 - 30x30mm DC12VACE-
S360HP3

1/3" Sony 420TVL - 32x32mm DC12VACE-
S340HP1

1/3" Sony 420TVL - 38x38mm DC12VACE-
S315HP4

Flat
Pinhole

Cone
Pinhole 

Super
Cone

Pinhole

B/W

1/3" Sony Indoor 30x30mm DC12VKPC-
S400P(H)1

1/3" Sony Indoor 30x30mm DC12VKPC-
S400P(H)3

1/3" Sony Indoor 30x30mm DC12VKPC-
S400P(H)4

1/3" Sony Indoor 30x30mm DC12VKPC-
S400V(H)

1/3" Sony 520TVL 1.0Lux/F2.0 Board Indoor 38x38mm DC12VKPC-
HD38CZB

1/3" Sony 520TVL 1.0Lux/F2.0 Indoor 38x38mm DC12VKPC-
HD38CZP1

Super
Cone

Pinhole

Fixed Iris
Varifocal

Flat
Pinhole

Cone
Pinhole

Cone
Pinhole

1/3" Sony 520TVL 1.0Lux/F2.0 Indoor 38x38mm DC12VKPC-
HD38CZP3

Flat
Pinhole

1/3" Sony 520TVL 1.0Lux/F2.0 Indoor 38x38mm DC12VKPC-
HD38CZP4

Super
Cone

Pinhole

1/3" Sony 520TVL 1.0Lux/F2.0 C/CS Indoor 38x38mm DC12VKPC-
HD38CZCM

1/3" Sony 520TVL 1.0Lux/F2.0 Indoor 38x38mm DC12VKPC-
HD38CZV

Fixed Iris
Varifocal

1/3" Sony 480TVL 0.004Lux/F1.2 Varifocal O DC12VACE-
WDR38CH

1/3" Sony 550TVL 1.0Lux/F2.0 Varifocal O 38x38mm DC12VACE-M381

1/3" Sony 380TVL 0.5Lux/F2.0 - 38x38mm DC12VACE-
S380CP3

Flat
Pinhole  

1/3" Sony 380TVL 0.5Lux/F2.0 - 32x32mm DC12VACE-
S300CP1

Cone
Pinhole  

1/4" Sony 380TVL 0.5Lux/F2.0 Board - 22x26mm DC5VACE-
S226CB

EXview
Audio

EXview
Audio

DC Power 
Converting Cable
(DC12V to DC5V)

EXview,
Audio, 

High-Res.

EXview,
Audio, 

High-Res.

EXview,
Audio, 

High-Res.

EXview,
Audio, 

High-Res.

(A/D key)
RS-485 Interface

(A/D key)
RS-485 Interface

(A/D key)
RS-485 Interface

(A/D key)
RS-485 Interface

(A/D key)
RS-485 Interface

(A/D key)
RS-485 Interface

OSD, AC24V
(Dual Voltage)

A/D key

Square
Digital
Zoom

Square
Digital
Zoom

Module

Color

Color

38x38mm
x3 Board

Square Series
Shape Color Model Model Image CCD Resolution Min. Illumination Lens Application Dimensions Voltage Option

Module Series
Shape Color Model Model Image CCD Resolution Min. Illumination Lens Dimensions Voltage Option

1/3" Sony 480TVL 0.16Lux/F1.4 C/CS O DC12V
KPC-6000

(WDR)
New

1/3" Sony 550TVL 1.0Lux/F2.0 O DC12VKPC-5000
New

Built in
Auto Iris
Varifocal

EXview,
AC24V, AC230V
(Dual Voltage)
A/D key, OSD

EXview,
AC24V, AC230V
(Dual Voltage)
A/D key, OSD

CCTV Color

CCTV Series
Shape Color Model Model Image CCD Resolution Min. Illumination Lens Dimensions Voltage Option

Color

B/W

80x62x
139mm

65x57x
149mm

Day&
Night
(ICR)

Day&
Night
(ICR)

3x Zoom

3x Zoom

3x Zoom

3x Zoom

3x Zoom

3x Zoom

(600TVL)

(600TVL)

420TVL
(600TVL)

420TVL
(600TVL)

420TVL
(600TVL)

420TVL
(600TVL)

420TVL
(600TVL)

420TVL
(600TVL)

420TVL
(600TVL)

420TVL
(600TVL)

420TVL
(600TVL)

420TVL
(600TVL)

420TVL
(600TVL)

420TVL
(600TVL)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)

EXview
Mirror

Audio
EXview

Audio
EXview

Audio
EXview

Audio
EXview

0.05Lux/F2.0
(0.1Lux/F2.0)

0.05Lux/F2.0
(0.1Lux/F2.0)



CCTV B/W

CCTV Series
Shape Color Model Model Image CCD Resolution Min. Illumination Lens Dimensions Voltage Option

1/3" Sony 550TVL 1.0Lux/F2.0 C/CS O DC12VKPC-4000
New

1/3" Sony 480TVL 1.0Lux/F2.0 C/CS - DC12VKPC-
3000C(H)

1/3" Sony 480TVL 1.0Lux/F2.0 - DC12VKPC-
2000C(H)

Auto Iris
Varifocal

1/3" Sony 520TVL 0.3Lux/F1.2 C/CS DNR DC12V
KPC-
4100
New

EXview,  
AC24V

(Dual Voltage)

EXview,  
AC24V

(Dual Voltage)

CCTV

CCTV Series
Shape Color Model Model Image CCD Resolution Min. Illumination Lens Dimensions Voltage Option

w
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1/3" Sony Board - - 95Ø DC12V EXviewKPC-
D950(H)

1/3" Sony 380TVL 0.5Lux / F2.0 - - 95Ø DC12V EXviewKPC-
DW955

170' Door
View Lens

380TVL
(550TVL)

1/3" Sony 600TVL 0.1Lux/F2.0 C/CS - DC12VKPC-
605BH

1/3" Sony 550TVL 1.0Lux/ F2.0 Varifocal - IP66 100Ø DC12V
KPC-
VPD

470CAV

1/3" Sony 480TVL 1.0Lux/ F2.0 Varifocal - IP66 100Ø DC12V
KPC-
WDR

470CAV

1/3" Sony 0Lux(1R Led on) Varifocal IP67 100Ø DC12V

KPC-
IRVPDHQ
100N(P)H

New

AC24V
(Dual Voltage),
ICR, EXview

WDR, AC24V
(Dual Voltage),

Audio,
Heater/Fan

1/3" Sony Varifocal - IP67 100Ø DC12V

KPC-
VPDHQ

100N(P)H
New

WDR, AC24V
(Dual Voltage),

Audio,
Heater/Fan

1/3" Sony 550TVL Varifocal IP66 100Ø DC12V
KPC-

IRVPD
470CAV

1/3" Sony 550TVL Board IP66 100Ø AC24VKPC-
IRTVD450

DOME
(COLOR)

Aluminum
Dome

Armored
Dome

Egg
Armored
Dome

(3-Axis)

18LEDs
(Max.30M)

22LEDs
(Max. 30M)

18LEDs
(Max.30M)

12LEDs
(Max.15M)

DOME Series
Shape Color Model Model Image CCD Resolution Min. Illumination Lens LED IPrate Dimensions Voltage Option

65x57x
122mm

65x59x
115mm

53x42x
94mm

53x42x
120mm

53x42x
99mm

A/D key
(Dual Voltage),

ICR,
OSD, EXview

EXview

Including External 
Video Output, DC12V
Dip Switch(BLC, AGC,

ATW, E/S, ALC), EXview

550TVL
(380TVL)

550TVL
(380TVL)

Day&
Night
(ICR)

Day &
Night
(ICR)

EXview, AC24V
(Dual Voltage)

240V
A/D key, OSD

EXview, AC24V
(Dual Voltage)

240V
DNR, MIRROR,OSD

1/3" Sony 420TVL 0.05Lux/F2.0 C/CS - DC12VKPC-
S303BH

40x50x
90mm

AC230V
EXview

AC230V
EXview

380TVL C/CS - DC12V -KPC-
350CH

1/3" Sony
EXview

1/3" Sony 600TVL 0.1Lux/F2.0 C/CS - DC12VKPC-
600BH

31Ø
x31x55

mm

31Ø
x31x55

mm

550TVL C/CS - DC12V -KPC-
650CHQ

1/3" Sony
EXview

31Ø
x31x55

mm

0.05Lux
/Faceplate

0.01Lux
/Faceplate

1/4" Sony 480TVL - DC12V EXview, DSS
KPC-

ZM880
New

Day - 1.0Lux
Night - 0.0001Lux,DSS

22X Zoom
(Auto

Focus)

49.2x
52.6x
85.9

1/4" Sony 380TVL 1.0Lux/30IRE - DC12VKPC-
Z220

58x63x
117mm

27X Zoom
(Manual
Focus)

A/D key, OSD
(1M or 35M)

1/3" Sony 420TVL 0.05Lux/F2.0 C/CS - DC12VKPC-
310BH

31Ø
x31x55

mm
EXview

EXview

1/3" Sony 420TVL 0.05Lux/F2.0 - DC12VKPC-
310BHV

Fixed Iris
Varifocal

31Ø
x31x55

mm
EXview

1/3" Sony 600TVL 0.1Lux/F2.0 - DC12VKPC-
600BHV

Fixed Iris
Varifocal

31Ø
x31x55

mm
EXview

0.5Lux/ F2.0
0Lux(Led on)

1.0Lux/ F2.0
(0.5Lux/ F2.0)

6Lux(Led off)
3Lux(Led on)

1/3" Sony Board - IP67 80Ø DC12V
KPC-

VPDR80N
(P)NB

EXview
550TVL

(380TVL)
1.0Lux / F2.0

(0.5Lux / F2.0)

0.5Lux / F2.0
(1.0Lux / F2.0)

1/4" Sony 480TVL 1Lux/30IRE O DC12VKPC-
DN301CZH

62x65x
97mm

27X Zoom
(Auto

Focus)

A/D key, OSD
(1M or 35M)

1/4" Sony 480TVL - DC12V
KPC-
Z880
New

66x64x
111mm

Day - 1.0Lux
Night - 0.001Lux,DSS

22X Zoom
(Auto

Focus)

A/D key, OSD
(1M or 35M), Exview

DSS

600TVL C/CS - DC12V
KPC-

SLL650BH
New

31Ø
x31x55

mm
0.001Lux/F1.2 Applications:

military, art museums
1/3" Sony
EXview

B/W

Color

1/3" Sony 550TVL 1.0Lux / F2.0 Varifocal IP66 100Ø AC24VKPC-
TVD450CAV

18LEDs
(Max.30M)

Including External 
Video Output, DC12V
Dip Switch(BLC, AGC,

ATW, E/S, ALC)

1/3" Sony Board - IP66 59.5Ø DC12V
KPC-

D080(H)
New

Audio, Mirror Mode
EXview

380TVL
(480TVL)

0.5Lux / F2.0
(1.0Lux / F2.0)

1/3" Sony Board - IP66 57Ø DC12V
KPC-

D571(H)
New

380TVL
(480TVL)

Mirror Mode
EXview

0.5Lux / F2.0
(1.0Lux / F2.0)

1/3" Sony Board - IP66 57Ø DC12V
KPC-

D570(H)
New

380TVL
(480TVL)

Audio, Mirror Mode
EXview

0.5Lux / F2.0
(1.0Lux / F2.0)

Mini
Armored
Dome
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DOME
(COLOR)

DOME
(B/W)

High
Speed
Dome

DOME Series
Shape Color Model Model Image CCD Resolution Min. Illumination Lens LED IPrate Dimensions Voltage Option

1/3" Sony 380TVL 0.5Lux / F2.0 - - 40Ø DC12VKPC-
E800

1/3" Sony 380TVL 0.5Lux / F2.0 - - 46.5Ø DC12VKPC-
S800DC

1/3" Sony 380TVL 0.5Lux / F2.0 - - 46.5Ø DC12VKPC-
S801DC

1/3" Sony Board IP66 100Ø DC12V EXview
KPC-

ND524(H)
New

1/3" Sony Board - - 80Ø DC12V EXviewKPC-
S520D(H)

1/3" Sony Board - - 100Ø DC12VKPC-
S510D(H)

1/3" Sony 420TVL 0.05Lux / F2.0 - - 46.5Ø DC12VKPC-
S600D

380TVL
(480TVL)

Cone
Pinhole

Cone
Pinhole

Cone
Pinhole

1/3" Sony 420TVL 0.05Lux / F2.0 - - 46.5Ø DC12VKPC-S601D

24LEDs
(Max.30M)

420TVL
(600TVL)

420TVL
(600TVL)

Cone
Pinhole

Cone
Pinhole

Aluminum
Dome

Plastic
Dome

1/4" Sony 500TVL 10X Zoom - IP65 125Ø DC12V

KruzCam
(Mini Speed

Dome)
New

AC24V
RS-485

RS-422/485
ICR, OSD

Day-0.7Lux/F1.8
Night-0.02Lux/F1.8

(ICR)

1/4" Sony 480TVL - IP66 142Ø AC24V
KruzCam
(Indoor)
New

RS-422/485
ICR, OSD

EXview
120Ø

(KPC-S550DCH)

Day - 1.0Lux
Night - 0.001Lux,DSS

1/4" Sony 480TVL - IP66 220Ø AC24V
KruzCam
(Outdoor)

New

Day - 1.0Lux
Night - 0.001Lux,DSS

22X Zoom
or

18X Zoom

22X Zoom
or

18X Zoom

EXview

EXview

EXview

EXview

EXview

0.5Lux / F2.0
(1.0Lux / F2.0)

0.05Lux / F2.0
(0.1Lux / F2.0)

0.05Lux / F2.0
(0.1Lux / F2.0)

1/3" Sony IP66 153Ø DC12V
KPC-

ND624(H)
New

EXview,
A/D key

24LEDs
(Max.30M)

380TVL
(480TVL)

Varifocal,
External

focus
adjustable

0.5Lux / F2.0
(1.0Lux / F2.0)

Aluminum
Dome

Plastic
Dome

1/3" Sony Board - - 80Ø DC12VKPC-
S520DC(H) EXview

380TVL
(550TVL)

0.5Lux / F2.0
(1.0Lux / F2.0)

1/3" Sony Board - - 100Ø DC12VKPC-
S510DC(H) EXview

380TVL
(550TVL)

0.5Lux / F2.0
(1.0Lux / F2.0)

1/3" Sony Board - - 120Ø DC12VKPC-
S550DC(H)

380TVL
(550TVL)

AC24V
(Dual Voltage),
ICR, EXview

0.5Lux / F2.0
(1.0Lux / F2.0)



Super Night Vision Camera

Supe
r Night 

Vision
 Cam

era

KPC-N750

COLOR SUPRESSION ON/OFF MODE
䤎Selectable B/W and Color mode at night
time with IR LED ON 

User can select the preference mode
depends on the illumination at installation
place

SPECIAL FUNCTIONS IN NIGHT MODE

SENSOR LEVEL CONTROL MODE  
LOW, MID, HIGH :
Selectable Photo Sensor level for Color or
B/W mode is automaticaly changed by
detected lux 

IR-LED BRIGHT LEVEL CONTROL MODE 
It enables user to control IR-LED bright steps
from 0 to 4

COLOR TO B/W, B/W TO COLOR
CHANGING TIME CONTROL MODE
It enables user to control D&N conversion
time steps from 0 to FF(0~128sec)

This is the mode to avoid sudden changing
of B/W & COLOR from the strong light
toward the camera directly 

BLC =   OFF
䤌DAY & NIGHT + 䤌C/SUP TURN  = [OFF]

SENSOR LEV = MID
IR-LED LEV  = 03H
HOLD TIME   = 00H
EXIT

䤌IRIS IMAGE SETUP EXIT

BLC =   OFF
䤌DAY & NIGHT + 䤌C/SUP TURN = [OFF]

SENSOR LEV  = MID
IR-LED LEV  = 03H
HOLD TIME   = 00H
EXIT

䤌IRIS IMAGE SETUP EXIT

BLC =   OFF
䤌DAY & NIGHT +

䤌C/SUP TURN = [OFF]
SENSOR LEV = MID
IR-LED LEV  = 03H
HOLD TIME   = 00H
EXIT

䤌IRIS IMAGE SETUP EXIT

BLC =   OFF
䤌DAY & NIGHT + 䤌C/SUP TURN = [OFF]

SENSOR LEV = MID
IR-LED LEV  = 03H
HOLD TIME  =  00H
EXIT

䤌IRIS IMAGE SETUP EXIT

STEP 1 STEP 3 STEP 5

KPC-N750

NTSC PAL
MODEL

Image Device

Scanning System

Sync. System

H. Resolution

Sensitivity

S/N Ratio

Video Output

Electronic Shutter

Operating Temperature

IR LED

Power Supply

Power Consumption

Signal Process

Scanning Frequency

Standard Illuminance

On Screen Display

IP Rate

Dimensions(mm)

Weight

Options

Lens

Lens Control

Cable

1/3̋ Sony Super HAD CCD
2:1 Interlace

Internal
550 TVL

0.5 Lux(IR LED OFF) / 0 Lux(IR LED ON)
More than 48dB

1.0 Vp-p Composite (75Ω)
1/60∼1/100,000 sec 1/50∼1/100,000 sec

-10℃ ∼ 50℃ (Humidity : 0% RH ∼ 80% RH)
875nm  48ea   Max. 50M

DC 8V∼18V
Less than 1.8Watts(IR LED OFF)/ 4.8Watts(IR LED ON)

Digital Signal Process
59.94Hz(VD) 50Hz(VD)

2000 Lux (3200̊ K)
Menu Selected by A/D key or Remote Controller

IP67
117(W) x 74(H) x 126.5(D)

Approx. 600g
AC24V/ DC12V Dual Voltage, Remote Controller , EXview

f=2.8mm~11.0mm, f=9.0~22.0mm) Varifocal Lens(ICR)
External knob (Zoom, Focus)
BNC Video / DC Power Jack

Specifications

Image of IR Cut Filter ON/OFF

IR LED Beam Length

Dimensions(unit:mm)

Perfect waterproof(IP67)

Day mode Night mode

Second Video Connector

This night vision camera equipped 48ea IR LEDs
keeps the images extremly clear during day  time
and night time with ICR.

Features
䤎1/3″Sony  Super HAD CCD
䤎550 TV Lines
䤎True Day & Night with IR Cut filter Removable

(f=2.8~11.0mm, f=9.0~22.0mm Varifocal Lens)
䤎External Zoom & Focus Adjustable
䤎IR LED : 48ea, Max. 50M
䤎Waterproof(IP67)
䤎Cable concealed thru bracket
䤎On Screen Display
䤎AC24V/DC12V Dual Voltage

Options
䤎EXview CCD   䤎A/D key

Easy installation
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Super Night Vision Camera

Supe
r Night 

Vision
 Cam

era

Built in 45ea IR LEDs night vision camera, KPC-
N700 provides the high-resolution true colour during
the day and excellent IR sensitivity at Night. 
Also, various applications are expected due to the
perfect waterproof housing, even external focusing
system.

Features
䤎1/3″Sony Super HAD CCD
䤎550 TV Lines of Sony SS-HQ1 Chipset
䤎True Day & Night with IR Cut filter Removable

(f=2.8~11.0mm, f=9.0~22.0mm Varifocal Lens)
䤎External Zoom & Focus Adjustable
䤎IR LED : 45ea, Max. 50M  䤎Waterproof(IP67) Lens
䤎Cable concealed thru bracket
䤎AC24V/DC12V Dual Voltage

Options
䤎EXview CCD  䤎Heater

KPC-N700

KPC-N700

NTSC PAL
MODEL

Image Device
Scanning System
H. Resolution
Scanning Frequency
Total Pixels
Effective Pixels
Electronic Shutter
S/N Ratio
Gamma Correction
Sync. System
Video Output

IR LED
IR LED Wave length
IR LED Beam Length
IR LED on/off
Operating Lux
IP Rate
Lens Options
Operating temperature
Storage temperature
Operating Humidity

Options

1/3˝ Sony Super HAD CCD
2:1 Interlace
550 TV Lines

H : 15.734 KHz, V : 59.94 Hz H : 15.625 KHz, V : 50 Hz
811(H)×508(V) , 410K 795(H)×596(V) , 470K
768(H)×494(V) , 380K 752(H)×582(V) , 440K
1/60~1/100,000sec 1/50~1/100,000sec

More than 45dB(AGC off)
γ= 0.45
Internal

1.0 Vp -p Composite(75Ω)

45ea
850nm

Max 50m
on/off detection range of automatic sensor

IR LED On: Lux/IR LED Off: Lux
IP67

f=2.8mm~11.0mm, f=9.0mm ~ 22.0mm Varifical Lens(ICR)
-10℃ ~ +50℃(Heater On :-40℃ ~ 50℃)

-20℃ ~ +60℃
10% ~ 80%

Specifications

IR LED Beam Length

Dimensions(unit:mm)

Perfect waterproof(IP67)

Special Functions
(Heater) (Extenal Zoom & Focus Adjustable) 

(Second Video Connetor & Dip switches)Camera Mounting Position

Test Chart

- Superior Image Resolution of 550TV Lines

Image of IR Cut Filter ON/OFF

Conventional High-Resolution Camera 550TV Lines

Power
Supply

DC12V/AC24V
Dual Voltage

AC 24.0[V] ±10%, Less than
700mA(IR LED On)
2.2A(Heater On)

DC +12.0[V] ±10%, Less than

EXview
Heater [Built in Heater(on:5℃/off:15℃)]

850mA(IR LED On)
1.65A(Heater On)

Function Protects the camera from
low temperature.
(Operating temperature with 
Heater : -40℃ ~  50℃)

Installation is made simple 
by the adjustable DC Volume
and Dip Switches.
The Second Video Connector 
also provides the installer 
with an easy way of 
configuring the camera.

1 ATW(Auto Trace White Balance)
2 F/L(Flickerless)
3 B/C(Back Light Compensation)
4 AGC(Automatic Gain Control)

< Cable concealed thru bracket >

䤎䤎

ATW F/L B/C AGC

16



Super Night Vision Camera

Supe
r Night 

Vision
 Cam

era

KPC-N800H

Ultra Power f=5~50mm Varifocal Lens and 96 units
IR LEDs bring precise pictures in quit a long
distance all day long and the special Dual Window
Structure(DWS) are preventing IR light reflection at
night time.

Features
䤎1/3″Sony Super HAD CCD
䤎550 TV Lines of Sony SS-HQ1 Chipset
䤎True Day & Night with IR Cut filter Removable

(f=5.0~50.0mm Varifocal Lens)
䤎IR LED : 96ea, Max. 60M
䤎Waterproof(IP67)
䤎Cable concealed thru bracket
䤎Special Dual Window Structure(DWS)

to prevent IR Light Reflection(PATENT)
䤎Dust & Vandal Proof Window Glass(PC)
䤎Cooling fan to control the heat and humidity inside camera
䤎DC Volume, Mirror Mode On/Off, BLC, AGC Controlable

Options
䤎EXview CCD  䤎Heater  䤎AC24V only

KPC-N800H

NTSC PAL
MODEL

Image Device
Scanning System
H. Resolution
Scanning Frequency
Total Pixels
Effective Pixels
Electronic Shutter
S/N Ratio
Gamma Correction
Sync. System
Video Output
Minimum Illumination

Angle of IR LEDs
IR LED Beem Length
Lens Mount
Wave Length

Operating Temperature

Dip Switch Function
Power Supply
Weight

Options

1/3˝ Sony Super HAD CCD
2:1 Interline

550 TV Lines
H : 15.734 KHz, V : 59.94 Hz H : 15.625 KHz, V : 50 Hz

811(H)×508(V) 795(H)×596(V)
768(H)×494(V) 752(H)×582(V)

1/60~1/100,000sec 1/50~1/100,000sec
More than 45dB(AGC Off)

γ= 0.45
Internal

1.0 Vp-p Composite(75Ω)
1.0 Lux in day time/30 IRE @ F2.0

96ea IR LED
102ea IR LED

10。and 30。Combinations
Max. 60m(EXview : Max. 70m)

f=5-50mm Varifocal Lens
850nm

-10℃ ~ +50℃(Humidity : 10%RH ~ 60%RH)
(Heater on : -40℃ ~ +50℃)

FLICKERLESS ON/OFF,AGC MIN/MAX,ES/ALC
DC12V(1,500mA)/AC24V(13W)
Approx. 2.19Kg(Camera Only)

EXview
AC 24V only

Heater [Built in Heater(On:3.9℃ / Off:15℃)]

Specifications

Dimensions(unit:mm)

Special Functions

Number of
Infrared LED

DC 12V
AC 24V

1. AIR-CIRCULATION SYSTEM 2. DWS(Dual Window Structure)

3. Second Video 
connector &  Dip switches

䤎Operation
- Turns on with the IR LEDs

䤎Function
- Protects the camera from the Heat of LEDs.
- Dehumidities the Cameras interior.

- Antireflection against IR LED
Lighting

- Cylindrical construction inside 
front cap

Installation is made simple by
the adjustable DC Volume and
Dip Switches.
The Second Video Connector
also provides the installer with
an easy way of configuring the
camera.

IR LED Beam Length

Test Chart

Applications

- Superior Image Resolution of 550TV Lines

Conventional High-Resolution Camera 550TV Lines

Ultra Power f=5~50mm Varifocal lens
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Super Night Vision Camera

Supe
r Night 

Vision
 Cam

era

This revolutionary dual CCD Night Vision camera truly
provides the utmost clear image at all times.
Depending on the surrounding light conditions, the
video output signal is switched from colour to
monochrome operation and this camera achieves the
superior colour and B/W reproduction without even
delicate focus shift. It always assures true image just
like what human eyes perceive.

Features
䤎1/3″Sony Super HAD CCD for each Colour & B/W Camera
䤎A type : 550 TVL(Colour)/380TVL(B/W)

B type : 380 TVL(Colour)/380TVL(B/W)
C type : 550 TVL(Colour)/600TVL(B/W)
D type : 380 TVL(Colour)/380TVL(B/W)

䤎Standard : f=6.0mm Board Lens  䤎IR LED : 30ea, Max. 50M
䤎Waterproof(IP67)  䤎Cable concealed thru bracket
䤎Dual Camera board without focus shifting at night view
䤎Real Monochrome at night view without any noise
䤎Easy installation - Anywhere for both indoor & outdoor uses

Options
䤎EXview CCD 䤎Heater 䤎AC24V/DC12V Dual Voltage
䤎Waterproof cable 15M/30M/45M for Multifold application

KPC-TW670

A Type(Standard) B Type(Option)

NTSC/PAL NTSC/PALEIA/CCIR EIA/CCIR
MODEL

Image Device
Effective Pixels
H. Resolution
S/N Ratio

1/3”Sony High-Res CCD 1/3”Sony Super HAD CCD 1/3”Sony Super HAD CCD
768(H)×492(V)/752(H)×582(V) 510(H)×492(V)/500(H)×582(V) 510(H)×492(V)/500(H)×582(V) 510(H)×492(V)/500(H)×582(V)

550TV Line 420TV Line 380TV Line 420TV Line
More Than 45dB(AGC OFF) More Than 505dB(AGC OFF) More Than 45dB(AGC OFF) More Than 50dB(AGC OFF)

Applied Models

KPC-TW670
- Various types of lens meeting customer’s need makes the sales ravitalized 
by enhancing the deemands in the market

MODEL
Scanning System
Gamma Correction
Video Output
Electronic Shutter Speed
IR LED
IR LED Beam Length
IR LED Wavelength
IR LED Angle
Auto IR LED On/Off Mode
Minimum Illumination
Day&Night Mode
Operating Range(in Lux)
Operating Voltage

Power Consumption

Operating Temperature
Storage Temperature
Dimensions
Weight
IP Rate

Standard
Option

Options

KPC - TW670
2:1 Interlace
γ= 0.45

1.0 Vp-p Composite (75Ω)
NTSC,EIA:1/6~1/100,000(sec) / PAL,CCIR:1/50~1/100,000(sec)

30 Unit IR LED
50M

850nm
45 degree

On/Off detection range of automatic Photocell sensor
Black & White : 0Lux(IR LED On) / Color : 1.0Lux

ON : 3Lux, OFF : 6Lux

DC12V (±10%)
“LED ON Mode : 520mA or Less, LED OFF Mode : 280mA or Less
(AC24V:LED ON Mode : 8W or Less, LED OFF Mode : 5W or Less)”

-10。C ~ +50。C(Heater :-40。C ~ +50。C)
-20。C ~ +60。C

110(L)×89(W)×62(H)mm
28.11 oz (797g)

IP67
Board Lens : f=6mm

Board Lenses : f=3.6, 8, 12mm
Heater

EXview CCD
DC 12V/AC 24V Dual Voltage

Common Specifications

Dimensions(unit:mm)

C Type(Standard) D Type(Option)

NTSC/PAL NTSC/PALEIA/CCIR EIA/CCIR
MODEL

Image Device
Effective Pixels
H. Resolution
S/N Ratio

1/3”Sony High-Res CCD 1/3”Sony Super HAD CCD 1/3”Sony High-Res CCD
768(H)×494(V)/752(H)×582(V) 768(H)×494(V)/752(H)×582(V) 510(H)×492(V)/500(H)×582(V) 768(H)×494(V)/752(H)×582(V)

550TV Line 600TV Line 380TV Line 600TV Line
More Than 45dB(AGC OFF) More Than 505dB(AGC OFF) More Than 45dB(AGC OFF) More Than 50dB(AGC OFF)

Lens

IR LED Beam Length

Easy installation

Perfect waterproof(IP67)

Dual CCD IR Camera

Conventional IR Camera

20
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Super Night Vision Camera

Dimensions(unit:mm)

Specifications
KPC-WDRN600HMODEL

Image Device

Signal System

Scanning Frequency

Total Pixels

Effective Pixels

H. Resolution

Electronic Shutter

S/N Ratio

Sensitivity

Sync System

WDR

Video Output

AGC

WHITE BLANCE

Day & Night

BLC

Operating Temperature

Storage Temperature

Operating Humidity

IR LED

IR LED Beam Length

Lens

Operating
DC12V

Veltage   AC24V DUAL

1/3”SONY Vertical Double-Density interline CCD

NTSC PAL

H:15.734[KHz], V:59.94[Hz] H:15.625[KHz], V:50[Hz]

811(H) X 508(V) approx. 410K pixels 795(H) X 596(V) approx. 470K pixels

768(H) X 494(V) approx. 380K pixels 752(H) X 582(V) approx. 440K pixels

480TV Lines / Center

1/60 ~ 1/100,000 sec 1/50 ~ 1/100,000 sec

More than 50dB / AGC OFF / DSS OFF

0.004 Lux @F1.2 (50 IRE) / AGC, DSS 40x

Internal / Line lock (AC24V Only)

OFF / ON (Level adjustment)

1.0 Vp-p Composite (75Ω)

MIN / TYP / MAX

ATW / PUSH LOOK / USER(R Gain, B Gain)

OFF / ON (VIDEO, Photocell Sensor), IR Receive

OFF / ON (Level adjustment, Area selection)

-10℃ ~ +50℃

-20℃ ~ +60℃

10`% ~ 80%

18ea

up to 30M

Aspheric Varifocal DC IRIS Lens f=3.8~9.5mm(F1.2)

DC12V ±10% / Max. 520mA

(KM-P24A1 REV.1)AC24V ±10% / Max 7.2W, 550mA
DC12V ±10% / Max 720mA

KPC-WDRN600H

This high-resolution night vision
camera with WDR function shows
natural compensated image in any
environment providing extremly clear
true colour during the day and
fabulous IR sensitivity at night.

WDR (Wide Dynamic Range)

IR LED Beam Length

Features
䤎 Enhanced WDR(Wide Dynamic Range) function
䤎Day & Night with IR cut filter Removable
䤎OSD (On Screen Display)
䤎Digital Slow Shutter, Manual Shutter
䤎Motion Detection
䤎 Privacy Image Masking with free Position : 

8 Zone
䤎Option : DC12V/AC24V Dual Voltage, 

AD Key

WDR combines two fields which are high shutter speed exposure in bright areas
and low shutter speed exposure in dark areas into one composite image

NORMAL BLC WDR

OSD Functions

All functions can be controlled easily by
pressing the button of the OSD menu key
of the camera.
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Super Night Vision Camera

With auto switching IR cut filter,
this high-resolution night vision
camera brings true colour during the
day and excellent IR sensitivity at
night.

2.5~6.0
F1.2~360

3.8~9.5
F1.2~360

Aspheric Varifocal DC IRIS Lens
(ICR)Type

Focal Length
Apeture

Lens Options

Image of IR Cut Filter ON/OFF

Specifications
KPC-N600(N)HMODEL

Image Device

Scanning System

Sync System

Effective pixels

H. Resolution

Sensitivity

S/N Ratio

Gamma Correction

Video Output

Electronic Shutter

Operating Temperature

Storage Temperature

IR LED Wavelength

IR LED Half Angle

IR LED Beam length

Sensor on/off operating lux

1/3”Sony Super HAD CCD

2:1 Interlace

Internal
NTSC : 768(H)× 494(V) / PAL : 752(H) × 582(V)

380TV Lines (Std-Res.) / 550 TV Lines (High-Res.)

0.5Lux / F2.0

More than 48dB

Υ = 0.45 

1.0 Vp-p Composite (75Ω)

NTSC : 1/60 ~ 1/100,000sec / PAL : 1/50 ~ 1/100,000sec
-10°C ~ +50°C

-20°C ~ +60°C

850nm

IR LED 18ea

15 degree

Max. 30M
Typical 5 Lux(Min : 1.5 Lux, Max : 10 Lux) 

Power Supply DC12V(±)10%)

Aspherical Lens

KPC-N600(N)H

Dimensions(unit:mm)

Superior Image Resolution of 550TV LinesTest Chart

Conventional High-Resolution Camera 550TV Lines

Signal Format
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Super Night Vision Camera

Dimensions(unit:mm)

Specifications
KPC-N630

MODEL

Image Device

Scanning System

Total Pixels

Effective pixels

H. Resolution

Electronic Shutter

S/N Ratio

Sensitivity

Sync. System

Gamma Correction

Video Output

Power Consumption

Input Power Supply

Operating Temperature

Lens

IR LED

IR LED Wave length

IR LED Beam length

IR LED Halfangle

Sensor on/off

IP Rate

Dimensions

NTSC PAL

1/3”Sony Super HAD CCD

2:1 Interlace

811(H) X 508(V) 795(H) x 596(V)

768(H) X 494(V) 752(H) X 582(V)

550 TV Lines

1/60-1/100,000(sec) 1/50-1/100,000(sec)

More than 50dB(AGC OFF)

0 Lux(IR LED ON)

Internal

0.45

1.0 Vp-p Composite (75Ω)

180mA or Less(IR LED off) ~ 530mA or Less(IR LED on)

DC12V (±10%)

-10℃ ∼ 50℃

IR3.7 Board Lens / IR4.0 Board Lens / IR6.0 Board Lens

24ea

850nm

Max. 30M

± 15 degree

Typical 5 Lux(Min: 1.5lux, Max: 10lux)

IP67

60mm(Φ) X 145mm(With sunshield)

KPC-N630

This Night vision camera with IR board
lens provides you clear images at LED
lighting condition without lens focus
distortion.

IR LED Beam Length

Features
䤎 1/3"  Sony Super HAD CCD, 550 TV lines
䤎 IR Board Lens(f=3.7mm/f=4.0mm/f=6.0mm)
䤎 IR LED : 24ea, Max.30M
䤎Option :  AC24V/DC12V Dual Voltage

True picture at Day & Night

Lens Options

IR Lens

86.1°

4.0mm

95.3°

3.7mm
IR Board LensType

Focal Length

Angle of View 50.6°

6.0mm
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KPC-S50NV(B/W)

KPC-S53CNV(COLOUR)

MODEL

Image Device  

Scanning System 

Total Pixels

Effective Pixels

S/N Ratio

Sync. System

H. Resolution

Sensitivity

Gamma Correction

IR LED

IR LED Wavelength

IR LED Beam Length

Photocell Sensor

White Balance

Video Output

Electronic Shutter

Power Consumption

2 : 1 Interlace

NTSC (EIA) : 537(H) × 505(V)  270K PAL(CCIR) : 537(H) × 597(V) 320K

NTSC (EIA) : 510(H) × 492(V)  250K PAL(CCIR) : 500(H) × 582(V) 270K

Internal

0 Lux(IR LED ON)

Υ = 0.45 

12ea

850nm

KPC-S50NV(B/W) KPC-S53CNV(COLOUR)

Max. 15M

On / Off detection range of Automatic Photocell sensor Minimum 10Lux
(Average : 15Lux)

Automatic(2,400。K~8,000。K)

1.0 vp-p Composite(75Ω)

EIA / NTSC : 1/60 ~ 1/100,000sec
CCIR/PAL : 1/50 ~ 1/100,000sec

140mA or less 250mA or less
Power Supply DC12V(±10%)

More than 380 TV LinesMore than 420 TV Lines

More than 48dBMore than 50dB

1/3”Sony Super HAD CCD

Dimensions(unit:mm) KT&C NIGHT VISION CAMERA SERIES
are adopted NEW IR corrected LENS
that provide clear images at LED
lighting condition without lens focus
distortion.

Lens OptionsTrue Picture at Day & Night

Specifications

IR Lens

Super Night Vision Camera

92°

8mm

40°

3.6mm

53°

12mm

28°

6mm

86.1°

4.0mm

50.6°

6.0mm

95.3°

3.7mm

Normal Board Lens

IR Board LensType
Focal Length

Angle of View

Type

Focal Length

Angle of View

IR LED Beam Length

Test Chart

Waterproof(IP67)Waterproof(IP67)
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Super Night Vision Camera
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Dimensions(unit:mm)

AD KEY Functions

Specifications

KPC-HD53CNV
(COLOUR)

Digital 3X Zoom

Super Night Vision Camera

MODEL

Image Device

H. Resolution

IR LED

IR LED Wavelength

Sensor On

Operating Lux

Remote Control

Functions Option

Digital Zoom

Power Supply

520 TV Lines

12ea High Density(Max.15M Beam Length)

850nm, 0Lux(IR LED ON)

Typical 15Lux IR LED ON(Min : 10Lux, Max : 30Lux)

RS-485 Cable(Pelco-D), Remote controller(1M or 35M)

Max. 3X Zoom

DC12V(±10%)

KPC-HD53CNV(COLOUR)

A/D Key(Bright, DAY & NIGHT ON/OFF)

On/Off detection range of Automatic Photocell sensor

1/3”Sony Super HAD CCD

AD KEY No.

1

2

3

4

5

Zoom In

Zoom Out

Auto Pan

FUNCTION

Auto Tilt

NEG / POG

1X Zoom 2X Zoom 3X Zoom

6 Brightness Up(DC Auto IRIS Level Up)

7 Brightness Down(DC Auto IRIS Level Down)

8 Day & Night ON / OFF

KPC-S35NV(B/W)

KPC-S35CNV(Color)

Dimensions(unit:mm)

This waterproof compact-sized night
vision camera is designed for
perfect stability with over voltage
protection circuit, which protects a
camera against excess current.

Specifications
MODEL

Image Device  

Scanning System 

Total Pixels

Effective Pixels

S/N Ratio

Sync. System

H. Resolution

Sensitivity

Gamma Correction

IR LED

IR LED Wavelength

IR LED Beam Length

Photocell

White Balance

Video Output

Electronic Shutter

Power Consumption

2 : 1 Interlace

NTSC (EIA) : 537(H) × 505(V)  270K PAL(CCIR) : 537(H) × 597(V) 320K

NTSC (EIA) : 510(H) × 492(V)  250K PAL(CCIR) : 500(H) × 582(V) 270K

Internal

0 Lux(IR LED ON)

Υ = 0.45 

6ea

850nm

KPC-S35NV(B/W) KPC-S35CNV(COLOUR)

Max. 10m

On / Off detection range of Automatic Photocell Minimum 10Lux
(Average : 15Lux)

Automatic(2,400。K~8,000。K)

1.0 vp-p Composite(75Ω)

EIA / NTSC : 1/60 ~ 1/100,000sec
CCIR/PAL : 1/50 ~ 1/100,000sec

140mA or less 250mA or less

Power Supply DC12V(±10%)

More than 380 TV LinesMore than 420 TV Lines

More than 48dBMore than 50dB

1/3”Sony Super HAD CCD

Lens Options

92°
8mm
40°

3.6mm
53°

12mm
28°

6mm

86.1°

4.0mm

50.6°

6.0mm

95.3°

3.7mm

Normal Board Lens

IR Board LensType

Focal Length

Angle of View

Type

Focal Length
Angle of View

Lens Options

92°

8mm

40°

3.6mm

53°

12mm

28°

6mm

86.1°

4.0mm

50.6°

6.0mm

95.3°

3.7mm

Normal Board Lens

IR Board LensType

Focal Length

Angle of View

Type

Focal Length

Angle of View

True Picture at Day & Night IR Lens

Day Mode Night Mode

IR LED Beam Length

Perfect waterproof(IP67)
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Special Outdoor Series

KPC-W600N(H)(B/W)

KPC-W600N(H)
(COLOUR)

MODEL

Signal System

Image Device

H. Resolution

Total pixels

Effective pixels

Sensitivity

Electronic shutter

S/N Ratio

Sync. System

Gamma Correction

Video Output

Power consumption

Operating Temperature

Power Supply

1/3”Sony Super HAD CCD

600 TV Lines 420 TV Lines 550 TV Lines 380 TV Lines

EIA:811(H)×508(V)
CCIR:795(H)×596(V)

EIA:537(H)×505(V) 
CCIR:537(H)×597(V)

NTSC:811(H)×508(V) 
PAL:795(H)×596(V)

EIA:537(H)×505(V) 
CCIR:537(H)×597(V)

EIA:768(H)×494(V)
CCIR:752(H)×582(V)

EIA:510(H)×492(V)
CCIR:500(H)×582(V)

NTSC:768(H)×494(V)
PAL:752(H)×582(V)

EIA:510(H)×492(V) 
CCIR:500(H)×582(V)

0.1Lux/F2.0 0.05Lux/F2.0 1.0Lux/F2.0 0.5Lux/F2.0

NTSC(EIA): 1/60-1/100,000(sec) / PAL(CCIR) : 1/50-1/100,000(sec)

More Than 45dB(AGC OFF)

Internal
Υ = 0.45 

KPC-W600N[H]

1.0 vp-p Composite(75Ω)

150mA or Less

-10°C ~ +50°C

DC12V(±10%)

COLOURB/W

Dimensions(unit:mm)
With superior waterproof protection
& built in AUTO IRIS VARIFOCAL LENS,
this offers most quality convenience
for OUTDOOR use.

Lens Options

Waterproof(IP67)

Specifications

Aspherical Lens

F1.2~360

2.5~6.0

F1.2~360

3.8~9.5
Aspheric Varifocal DC Iris LensType

Focal Length

Aperture

Dimensions(unit:mm)

Special Outdoor Series

Specifications

The smallest colour(26Ø) camera is
specially designed for various
application with waterproof lens.

KPC-VF325

Features
䤎1/3" Sony Super HAD CCD
䤎Waterproof (IP67)
䤎Varifocal f=4.0~9.0mm Waterproof LENS
䤎External Zoom & Focus Adjustable
䤎High-Resolution (550TV lines)

Waterproof(IP67)

KPC-VF325
MODEL

Image Device

Scanning system

Scanning frequency

Total pixels

Effective pixels

H. resolution

Electronic Shutter

S/N ratio

Sensitivity

Gamma

Sync. System

Video output

Power supply

Lens

Dimensions

Operating Temperature

Storage Temperature

Options

High-Res.

Interline 1/3 inch SONY SUPER HAD CCD

2:1 Interlace

NTSC : H: 15.734 KHz, V:59.94 Hz  PAL : H: 15.625 KHz, V:50 Hz

NTSC: 811(H) × 508(V)

PAL : 795(H) × 596(V)

NTSC : 768(H) × 494(V)

PAL : 752(H) × 582(V)

550 TV line

NTSC : 1/60 - 1/100,000 sec automatic, PAL : 1/50 - 1/100,000 sec automatic

More than 45 dB ( AGC off )

1.0 Lux / 30 IRE @ F2.0

γ= 0.45

Internal

1.0 vp-p Composite(75Ω)

DC 12V ±10% / Max 120mA DC 12V ±10% / Max 130mA

f=4.0~9.0mm Built-in Fixed Iris Varifocal Lens

32.5(Ø)mm x 111mm

-10 ℃ ~  +50 ℃

-20 ℃ ~  +60 ℃

EXview, Mirror Mode

Focus Ring
Near 䧄 Far Wide 䧄 Tele

Window Glass Built in O-RING

Zoom Ring

Application

Test Chart
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Dimension(unit:mm)

Specifications

With superior waterproof protection
& built in VARIFOCAL LENS, this
offers most quality convenience for
OUTDOOR use.

KPC-VF353CHL

KPC-VF353CW

Waterproof(IP67)

Special Outdoor Series

MODEL

Image Device

H. Resolution

Total Pixels

Sensitivity

Electronic Shutter

S/N Ratio

Sync. System

Gamma Correction

Video Output

Power consumption

Power Supply

Operating Temperature

Lens

Dimensions

1/3”Sony Super HAD CCD

380 TV Lines

Internal

Υ = 0.45 
1.0 Vp-p Composite(75Ω)

120mA or Less

KPC-VF353CW KPC-VF353CHL

DC12V(±10%)

-10°C ~ +50°C

f=4.0~8.0mm Built-in Fixed Iris varifocal lens

37(Ø)mm(H)× 108mm(V)

EIA : 537(H)× 505(V) / CCIR : 537(H) × 597(V)

Effective Pixels EIA : 510(H)× 492(V) / CCIR : 500(H) × 582(V)
0.5Lux/F2.0

NTSC(EIA) : 1/60-1/100,000(sec)
PAL(CCIR) : 1/50-1/100,000(sec)

More Than 50dB(AGC OFF)

䤋B/W Camera is also available with 1/3″Sony CCD
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KPC-S230HL(B/W)

KPC-S230CHL
(COLOUR)

Dimensions(unit:mm)

Lens Options

Specifications

Application

Special Outdoor Series

F2.0

3.6mm

Board LensType

Focal Length

Aperture

92。Angle of View

F2.0

6mm

53。

F2.0

8mm

40。

High Quality COMPACT SIZED OUTDOOR CAMERA - 
Suitable for installation in places you need to avoid people’s notice.

Ultra Compact Size
Attractive Design with
Anodized Aluminum

Housing and Sunshield

Rain and Fog Resistant
Glass coating

Smear Free 
at Direct Sunlight Waterproof(IP67)

MODEL

Image Device

H. Resolution

Total pixels

Sensitivity

Electronic shutter

S/N Ratio

Sync. System

Gamma Correction

Video Output

Power consumption

Power Supply

Operating Temperature

Dimensions

1/3”Sony Super HAD CCD

420 TV Lines 380 TV Lines

Internal

Υ = 0.45 

1.0 Vp-p Composite(75Ω)

120mA or Less

KPC-S230HL(B/W) KPC-S230CHL(COLOUR)

DC12V(±10%)

-10°C ~ +50°C

23(Ø)mm(H)×80mm(V)

EIA : 537(H)× 505(V)
CCIR : 537(H)× 597(V)

EIA : 537(H)× 505(V)
CCIR : 537(H)× 597(V)

Effective pixels EIA : 510(H)× 492(V)
CCIR : 500(H)× 582(V)

EIA : 510(H)× 492(V)
CCIR : 500(H)× 582(V)

0.05Lux/F2.0 0.5Lux/F2.0

NTSC(EIA) : 1/60-1/100,000(sec)
PAL(CCIR) : 1/50-1/100,000(sec)

More Than 50dB(AGC Off)

Waterproof(IP67)
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Dimensions(unit:mm)

Colour Bullet High-Res. Series

Options

Specifications

The world smallest High-Resolution
Colour Bullet Camera -
This attractive compact sized(23mm)
high quality colour camera with SS-
HQ1 Chipset privides extremely clear
and sharp image with 550 TV Lines.

Superior Image Resolution of 550TV Lines

䤎1/3” Sony EXview CCD
䤎Mirror Mode
䤎Digital Day & Night

Features
䤎 1/3” Sony Super HAD CCD
䤎Ultra Compact Size(23Ø)
䤎 Sony SS-HQ1 Chipset with 550TV Lines
䤎Waterproof IP67 (KPC-S230CHWX)

Comparision of Angle of view

F2.0

4.3mm

F2.0

3.7mm

F2.0

12mm

F2.0

8mm

F2.0

6mm

F2.0

3.6mm

F2.0

2.97mm

F2.0

2.45mm

Board Lens Pinhole LensType

Focal Length

Aperture

78。90。28。40。53。92。130。150。Angle of View

KPC-S230CH Series

KPC-S230CHB
KPC-S230CHP1
KPC-S230CHP3
KPC-S230CHP4
KPC-S230CHWX
KPC-S230CHV

Lens Options

MODEL
Image Device

Scanning System

Scanning Frequency

Total Pixels

Effective Pixels

H. Resolution

Electronic Shutter

S/N Ratio

Sensitivity

Gamma Correction

Sync. System

Video Output

Power Supply

Lens

Mirror

Dimensions

Operating Temperature

Storage Temperature

1/3̋ Sony Super HAD CCD

2:1 Interface

NTSC - H: 15.734KHz, V:59.94Hz / PAL - H: 15.625KHz, V:50Hz

NTSC - 811(H) x 508(V) / PAL - 795(H) x 596(V)

NTSC - 768(H) x 494(V) / PAL - 752(H) x 582(V)

550 TV LINES
NTSC : 1/60 - 1/100,000sec / PAL : 1/50 - 1/100,000 sec

More than 45 dB (AGC off)

1.0 Lux / 30 IRE @ F2.0

γ=0.45

Internal

1.0 Vp-p Composite(75Ω)

DC12V (±10%) / Max 160mA

Board & Pinhole Lens

Option

23(ø)
- 10°~ + 50°C

- 20°~ + 60°C

f=3.6/2.45/2.97/6.0/8.0/12/16mm Board

f=3.7mm Cone Pinhole

f=3.7mm Flat Pinhole

f=4.3mm Super Cone Pinhole

f=3.6/6.0/8.0mm Board

f=4.0~8.0mm Fixed Iris Varifocal Lens

Test Chart

Conventional High-Resolution Camera 550TV Lines

KPC-S230CHB KPC-S230CHP1

KPC-S230CHP3 KPC-S230CHP4

KPC-S230CHWX KPC-S230CHV
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Dimensions(unit:mm)

Specifications

This compact sized high quality
colour camera provides 520 TV Lines
and supports 3X digital zoom.

KPC-HD353CW

Digital 3X Zoom

F2.0~360

4.0~8.0

Fixed Iris Varifocal LensType

Focal Length

Aperture

MODEL

Image Device  

Scanning System 

Total Pixels

Effective Pixels

H. Resolution

Electronic Shutter

S/N Ratio

Digital Zoom

Remote Control

A/D key Features

Gain control

Back Light Compensation

White Balance

Sensitivity

Sync. System

Video Output

Power Supply

Operating Temperature

1/3”Sony Super HAD CCD

2 : 1 Interlace

NTSC - 811(H) × 508(V) / PAL - 795(H) × 596(V)

NTSC - 768(H)× 494(V) / PAL - 752(H) × 582(V)
520 TV Lines

NTSC - 1/60 ~ 1/100,000sec Auto, PAL - 1/50 ~ 1/100,000sec Auto

More than 50dB(AGC off)

3×(Max)

A/D key

Digital TELE & WIDE, PAN & TILT, Contrast, Negative & Positive

Auto
Auto

KPC-HD353CW

Automatic(2,100。K~8,000。K)

1.0 Lux / F2.0

Internal

1.0 Vp-p Composite(75Ω)

DC12V(±10%)

-10°C ~ +50°C
Storage Temperature

Dimensions

-20°C ~ 60°C

37(Ø)mm× 108mm

1X Zoom 2X Zoom 3X Zoom

Lens Options

Options
䤎Remote Cotroller : 1M or 35M
䤎RS-485 interface(Pelco-D)
䤎Digital Day & Night
䤎EXview CCD

Colour Bullet Digital Zoom Series
Digital 3X
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KPC-HD230CWX

KPC-HD230CP4

Dimensions(unit:mm)

This compact sized high quality
colour camera provides 520 TV Lines
and supports 3X digital zoom.

Lens Options

Specifications

Colour Bullet Digital Zoom Series
Digital 3X

F2.0

8mm

F2.0

3.6mm
Board LensType

Focal Length

Aperture

40。

F2.0

12mm

28。92。

F2.0

6mm

53。Angle of View

MODEL

Image Device  

Scanning System 

Total Pixels

Effective Pixels

H. Resolution

Electronic Shutter

S/N Ratio

Digital Zoom

Remote control

A/D key Features

Gain control

Back light compensation

White Balance

Sensitivity

Sync. System

Video Output

Power Supply

Operating Temperature

1/3”Sony Super HAD CCD

2 : 1 Interlace

NTSC - 811(H) × 508(V) / PAL - 795(H) × 596(V)

NTSC - 768(H)× 494(V) / PAL - 752(H) × 582(V)
520 TV Lines

NTSC - 1/60 ~ 1/100,000sec,  PAL - 1/50 ~ 1/100,000sec

More than 50dB(AGC off)

3×(Max)

A/D Key

Digital TELE & WIDE, PAN & TILT, Contrast, Negative & Positive

Auto
Auto

KPC-HD230C 

Automatic(2,100。K~8,000。K)

1.0 Lux / F2.0

Internal

1.0 vp-p Composite(75Ω)

DC12V(±10%)

-10°C ~ +50°C
Storage Temperature

Dimensions

-20°C ~ 60°C

23mm(䦀)

F2.0
4.3mm

Super Cone Pinhole LensType

Focal Length
Aperture

78。Angle of View

Options
䤎Remote Controller : 1M or 35M Cable
䤎RS-485 interface (Pelco-D)
䤎Digital Day & Night
䤎EXview CCD

Digital 3X Zoom

Day Mode Night Mode1X Zoom 2X Zoom 3X Zoom



36

Dimensions(unit:mm)

Options

Comparision of Angle of view

Specifications

This Camera has an attractive
compact design, which uses the
highest quality 1/3” Sony Super HAD
CCD full kit.

Applications
KPC-S230 series are suitable for installation in places where you need to avoid
intruders' notice.

Colour Bullet Series

F2.0

4.3mm

F2.0

3.7mm

F2.0

12mm

F2.0

8mm

F2.0

6mm

F2.0

3.6mm

F2.0

2.97mm

F2.0

2.45mm

Board Lens Pinhole LensType

Focal Length

Aperture

78。90。28。40。53。92。130。150。Angle of View

KPC-S230CB KPC-S230CP1

KPC-S230CP3 KPC-S230CP4

KPC-S230CWX KPC-S230CV

MODEL

Image Device  

Scanning System 

Total Pixels

Effective Pixels

H. Resolution

Electronic Shutter

S/N Ratio

Signal Process

White Balance

Sensitivity

Gamma Correction

Sync. System

Video Output

Power Supply

Operating Temperature

Storage Temperature

Dimensions

Lens Options

1/3”Sony Super HAD CCD

2 : 1 Interlace

NTSC - 537(H)× 505(V) / PAL - 537(H) × 597(V)

NTSC - 510(H)× 492(V) / PAL - 500(H) × 582(V)
380 TV Lines

NTSC : 1/60-1/100,000sec PAL : 1/50-1/100,000sec

More than 45dB(AGC off)

Digital Signal Processor

Automatic(2,100。K~8,000。K)

0.5Lux / F2.0

Υ = 0.45 
Internal

1.0 Vp-p Composite(75Ω)

DC12V(±10%)

-10°C ~ +50°C

-20°C ~ 60°C

23mm(䦀)

f=4.0 ~ 8.0mm Fixed Iris Varifocal Lens

f=3.6 / 6.0 / 8.0mm Board

f=4.3mm Super Cone Pinhole

f=3.7mm Flat Pinhole

f=3.7mm Cone Pinhole

KPC-S230C Series

KPC-S230CV

KPC-S230CWX

KPC-S230CP4

KPC-S230CP3

KPC-S230CP1

KPC-S230CB f=3.6 / 2.45 / 2.97 / 6.0 / 8.0 / 12 / 16mm Board

○
○

○

○

○

○

○
○

○

○

○

○

○
○

○

○

○

○

KPC-S230CB
KPC-S230CP1

KPC-S230CP3

KPC-S230CP4

○KPC-S230CWX

KPC-S230CV

Digital
D & N

Mirror
Mode

Water
proofEXViewModel
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KPC-S190DV(B/W)

KPC-S190CDV
(COLOUR)

Dimensions(unit:mm)

This colour door view camera
which perfectly applies to the
door’s peep hole offers total safety
view, appearing as a normal peep
hole from the outside. 
Its wide-angle(170 degree) view
allows users to have clear idea
about who’s at the door without
even having to go to the door.

Features

Specifications

Door View Camera

MODEL

Image Device  
Effective Pixels

H. Resolution

Sensitivity

S/N Ratio

Electronic Shutter

Gamma Correction

Video Output

Power Consumption

Power Supply

Operating Temperature

CCIR / EIA NTSC / PAL

1/3”Sony Super HAD CCD
510(H)× 492(V) 500(H)× 582(V)
420 TV Lines 380 TV Lines

0.05Lux / F 2.0
More than 50dB

0.5Lux / F 2.0

More than 46dB

1/60 ~ 1/100,000sec Auto 1/50 ~ 1/100,000sec Auto

Υ = 0.45 

1.0 vp-p Composite(75Ω)
120mA or less

DC12V(±10%)

-10°C ~ +50°C

Scanning System 2 : 1 Interlace

Sync. System Internal

Storage Temperature -20°C ~ 60°C

Lens Wide angled board type lens(f =1.78mm, 170。)

KPC-S190CDV (Color)KPC-S190DV (B/W)

䤎Perfect Substitutions for Door Scope(Indoor)
䤎1/3” Sony CCD built in
䤎Ultra Clear & Sharp Picture
䤎Adustable Camera Body Length from 37mm~70mm
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Dimensions(unit:mm)

Specifications

This world's smallest(19mm) colour
camera employes the highest quality
1/3” Sony CCD full kit and provides
extremely clear image.

Applications
KPC-S190C series are suitable for installation in places where you need to avoid
intruders' notice.

Colour Bullet Series

KPC-S190CB KPC-S190CP1

KPC-S190CP3 KPC-S190CP4

KPC-S190CWX

MODEL

Image Device  

Scanning System 

Total Pixels

Effective Pixels

H. Resolution

Electronic Shutter

S/N Ratio

Signal Process

White Balance

Sensitivity

Gamma Correction

Sync. System

Video Output

Power Supply

Operating Temperature

Storage Temperature

Dimensions

Lens Options

1/3”Sony Super HAD CCD

2 : 1 Interlace

NTSC - 537(H)× 505(V) / PAL - 537(H) × 597(V)

NTSC - 510(H)× 492(V) / PAL - 500(H) × 582(V)
380 TV Lines

NTSC : 1/60-1/100,000sec PAL : 1/50-1/100,000sec

More than 46dB(AGC off)

Digital Signal Processor

Automatic(2,100。K~8,000。K)

0.5Lux / F 2.0

Υ = 0.45 
Internal

1.0 vp-p Composite(75Ω)

DC 12V(±10%)

-10°C ~ +50°C

-20°C ~ 60°C

19mm(䦀) 

f=2.97 / 3.6 / 6.0 / 8.0 / 12mm Board

f=4.3mm Super Cone Pinhole

f=3.7mm Flat Pinhole

f=3.7mm Cone Pinhole

KPC-S190C Series

KPC-S190CWX

KPC-S190CP4

KPC-S190CP3

KPC-S190CP1

KPC-S190CB f=3.6 / 2.45 / 2.97 / 6.0 / 8.0 / 12 / 16mm Board

Options

○

○

○
○

○

○

○

○
○

○

○

○

○
○

○

KPC-S190CB

KPC-S190CP1

KPC-S190CP3
KPC-S190CP4

(IP67)KPC-S190CWX

Digital
D & N

Mirror
mode

Water
proofEXViewModel

Dimensions(unit:mm)

Options

Comparision of B/W image

Specifications

This ultra compact-sized(19mm)
B/W camera with built in 1/3” Sony
CCD provides clear and sharp image.

Applications
KPC-190S series are suitable for installation in places where you need to avoid
intruders' notice.

KPC-S190S(H)B KPC-S190S(H)P

KPC-S190S(H)P1 KPC-S190S(H)P3

KPC-S190S(H)P4 KPC-S190S(H)WX

MODEL

Image Device  

Scanning System 

Total Pixels

Effective Pixels

H. Resolution

Electronic Shutter

S/N Ratio

Sensitivity

Gamma Correction

Sync. System

Video Output

Power Supply

Operating Temperature

Storage Temperature

Dimensions

Lens Options

1/3”Sony Super HAD CCD

2 : 1 Interlace

NTSC - 537(H)× 505(V) / PAL - 537(H) × 597(V)

NTSC - 510(H)× 492(V) / PAL - 500(H) × 582(V)
420 TV Lines

NTSC : 1/60-1/100,000sec PAL : 1/50-1/100,000sec

More than 46dB(AGC off)

0.05Lux / F 2.0

Υ = 0.45 

InternalInternal

1.0 vp-p Composite(75Ω)
DC 12V(±10%)

-10°C ~ +50°C

-20°C ~ 60°C

19mm(䦀) 

f=3.6 / 6.0 / 8.0mm Board

f=4.3mm Super Cone Pinhole

f=3.7mm Flat Pinhole
f=3.7mm Cone Pinhole

f=3.7mm Pinhole

KPC-S190S Series

KPC-S190SWX

KPC-S190SP4

KPC-S190SP3

KPC-S190SP1

KPC-S190SP

KPC-S190SB f=3.6 / 2.45 / 2.97 / 6.0 /  8.0 / 12 / 16mm Board

○

○

○

○

○
○

○

○

○

○

○
○

KPC-S190SB

KPC-S190SP

KPC-S190SP1

KPC-S190SP3

(IP67)
KPC-S190SP4
KPC-S190SWX

Hi-Res
(600TV)

Water
proofEXviewModel

1 / 3" SONY CCD Conventional

Monochrome Bullet Series
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Colour Square Digital Zoom Series
Digital 3X

This is a high quality colour camera
that provides 520TV lines and
supports digital 3X zoom.
This compact size offers high
convenience and you can install it
anywhere for any application.

KPC-HD38CZB

KPC-HD38CZP1

KPC-HD38CZP3

KPC-HD38CZV

KPC-HD38CZCM

Dimension(unit:mm)

Specifications
MODEL

Image Device  

Scanning System 

Total Pixels

Effective Pixels

H. Resolution

Electronic Shutter

S/N Ratio

Digital Zoom

Remote control

A/D key Features

Gain control

Back light compensation

White Balance

Sensitivity

Sync. System

Video Output

Power Supply

1/3”Sony Super HAD CCD

2 : 1 Interlace

NTSC - 811(H) × 508(V) / PAL - 795(H) × 596(V)
NTSC - 768(H)× 494(V) / PAL - 752(H) × 582(V)

520 TV Lines

NTSC : 1/60~1/100,000sec PAL : 1/50~1/100,000sec

More than 50dB(AGC off)

3× (Max)

A/D Key

Digital TELE & WIDE, PAN & TILT, Contrast, Negative & Positive
Auto

Auto

Automatic(2,100。K~8,000。K)

1.0Lux / F2.0

Internal

1.0 vp-p Composite(75Ω)

DC12V(±10%)
Operating Temperature

Storage Temperature

Options

Lens Options

-10°C~ +50°C

-20°C ~ +60°C

Remote Controller(1M or 35M), RS-485 Interface(Pelco-D)

KPC-HD38C Series

AD KEY Function

AD KEY No.

1

2

3

4

Zoom In

Zoom Out

Auto Pan

Brightness Down(DC Auto IRIS Level Down)

Day & Night ON / OFF

FUNCTION

NEG / POS

AD KEY No.

5

6

7

8

Brightness Up(DC Auto IRIS Level Up)

FUNCTION

Auto Tilt

C/CS Mount

f=4.0~8.0mm DC Iris Varifocal lens

f=3.7mm Flat Pinhole

f=3.7mm Cone Pinhole

f=3.6(Standard) / 2.45/ 2.97 / 4.3 / 6.0/ 8.0 / 12mm Board

KPC-HD38CZM

KPC-HD38CZV

KPC-HD38CZP3

KPC-HD38CZP1

KPC-HD38CZB

KT&C security products

KT&C a Leader of Visual Technology   www.ktnc.co.kr
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Super Mini Square Series
B/W

42

Super Mini Square Series
Colour

Removing Picture Noise

Specifications

Features
䤎Noise, Ghost and Blooming Free
䤎Automatic Gain Control
䤎Auto Back Light Compensation
䤎Attractive design with Non-Reflective Coating
䤎Reverse Power Input Safety Circuit Built-in

Standard Camera KPC-S20

MODEL

Image Device

Scanning System 

Total Pixels

Effective Pixels

H. Resolution

Sensitivity

S/N Ratio

Gamma Correction

Video Output

Electronic Shutter

Power Consumption

Power Supply

Operating Temperature

Dimensions

Lens Options

1/3”Sony Super HAD CCD

2 : 1 Interlace

EIA - 537(H)× 505(V) / CCIR - 537(H) × 597(V)

EIA - 510(H)× 492(V) / CCIR - 500(H) × 582(V)
More than 420 TV Lines

More than 50dB

0.02 Lux @ F2.0

Υ = 0.45 

1.0 vp-p Composite(75Ω)

NTSC : 1/60 ~ 1/100,000sec Auto, PAL : 1/50 ~ 1/100,000sec Auto

140mA or less
DC12V(±10%)

-10°C ~ +40°C

KPC-S20B Series

KPC-S20B

KPC-S20P1

KPC-S20P3

KPC-S20P4

23mm(W)× 22mm(H)

f=3.7 / 4.3mm Cone Pinhole

f=3.7 / 4.3mm Flat Pinhole
f=4.3mm Super Cone Pinhole

Dimensions(unit:mm)

Features

Specifications

Applications

MODEL

Image Device

Scanning System 

Total Pixels

Effective Pixels 

S/N Ratio

H. Resolution

Sensitivity

Gamma Correction

White Balance

Video Output

Electronic Shutter

Power Supply

Power Consumption

Operating Temperature

Storage Temperature

Lens Options

1/4”Sony Super HAD CCD

2 : 1 Interlace

NTSC : 537(H)× 505(V) / PAL : 537(H) × 597(V)

NTSC : 510(H)× 492(V) / PAL : 500(H) × 582(V)
More than 48dB

1.0 Lux @ F2.0

More than 380 TV Lines

Υ = 0.45 

Automatic(2,400。K~8,000。K)

1.0 vp-p Composite(75Ω)

NTSC : 1/60 ~ 1/100,000sec  PAL : 1/50 ~ 1/100,000sec
DC12V(±10%)

140mA or less

-10°C ~ +60°C

KPC-S20C Series

KPC-S20CB

-20°C ~ +60°C

f=3.6 / 2.45 / 2.97 / 4.3 / 6 / 8 / 12mm Board Lens

Dimensions 23mm(W)× 22mm(H)

f=3.7mm Cone Pinhole

f=3.7mm Fiat Pinhole

KPC-S20CP1

KPC-S20CP3

KPC-S20CP4

䤎Noise, ghost and blooming free 
䤎Automatic gain control
䤎Auto tracing white balance
䤎Auto back light compensation
䤎Attractive design with non-reflective coating 
䤎Reverse power input safety circuit built-in

This ultra compact size gives you many options in application. Recommended in
small places and under any condition for installation, such as in a bus, small shops
and ATMs.

f=4.3mm Super Cone Pinhole

KPC-S20CB

KPC-S20CP1

KPC-S20CP3

KPC-S20CP4

The KPC-S20C series is the world's
first super mini-size DSP Colour
square camera with extremely
natural colour reproduction

Options
䤎Mirror Mode

Options

The KPC-S20 series is the world's
first super mini-size monochrome
square camera with excellent low
lux sensitivity.

䤎1/3” Sony EXveiw CCD
䤎High-Res.(600 TV Lines)

KPC-S20B

KPC-S20P1

KPC-S20P3

KPC-S20P4

Dimensions(unit:mm)

f=3.6 / 2.45 / 2.97 / 4.3 /6 / 8 / 12mm Board Lens
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Colour Mini Square Series

Options

This attractive compact-sized(30mm
X 30mm) colour camera is specially
designed for ultra clear and sharp
image with 1/3” Sony CCD.

䤎1/3” Sony Ex-veiw CCD
䤎Audio, Mirror mode
䤎Digital Day & Night Function
䤎High-Res.(480 TV Lines)

KPC-S700C(H)B KPC-S700C(H)P1

KPC-S700C(H)P3 KPC-S700C(H)P4

KPC-S700C(H)V

45

KPC-S226CB

KPC-S226CP1

KPC-S226CP3

KPC-S226CP4

This attractive Super compact-
sized(25mm X 30mm) colour camera
is specially designed for various
application with DC 5V.

Dimensions(unit:mm)

Specifications

Colour Mini Square Series

Options
䤎Mirror Mode
䤎DC Power Converting Cable(DC12V to DC5V)
䤎Digital Day & Night Function

Digital Day & Night Function

Lens options

Applications

A Softwear commands the operation which automatically converts the colour
image into B/W image, in accordance with the brightness of the environment.

Board LensModel 

Focal Length

Angle of View /
Aperture

2.45mm

150。

2.97mm

130。

3.6mm

92。

6mm

53。

8mm

40。

12mm

28。

3.7mm

90。

3.7mm

90。

4.3mm

P1 P3 P4

Pinhole Lens

78。

This ultra compact size gives you many options in application. Recommended in
small places and under any condition for installation, such as in a bus, small shops
and ATMs.

f=3.6mm Board Lens
f=3.7mm Cone Pinhole Lens

f=3.7mm Flat Pinhole Lens

f=4.3mm Super Cone Pinhole Lens

KPC-S226C Series

KPC-S226CB

KPC-S226CP1

KPC-S226CP3

KPC-S226CP4

MODEL

Image Device  

Scanning System 

Total Pixels

Effective Pixels

Sync. System 

H. Resolution

S/N Ratio

Gamma Correction

Video Output

Power Supply

Power Consumption

Operating Temperature

Storage Temperature

Dimensions

Lens Options

1/4”Sony Super HAD CCD

2 : 1 Interlace

EIA - 537(H)× 505(V) 270K / CCIR - 537(H) × 597(V) 320K

EIA - 510(H)× 492(V) 250K / CCIR - 500(H) × 582(V) 270K
Internal

More than 380 TV Lines

More than 45dB

Sensitivity 0.5Lux / F2.0

Υ = 0.45 

1.0 vp-p Composite(75Ω)
Electronic Shutter EIA : 1/60~1/100,000sec, PAL : 1/50~1/100,000sec

DC5V(±10%)

200mA or less

-10°C ~ +50°C

-30°C ~ +60°C

25mm(W)×30mm(H)

Dimensions(unit:mm)

Digital Day & Night Function

Specifications

Lens options

Applications

A Softwear commands the operation which automatically converting Colour image
into B/W image, in accordance with the brightness of the environment.

Board LensModel 

Focal Length

Angle of View /
Aperture

2.45mm

150。

2.97mm

130。

3.6mm

92。

6mm

53。

8mm

40。

12mm

28。

3.7mm

90。

3.7mm

90。

4.3mm

P1 P3 P4

Pinhole Lens
Fixed Iris Lens

78。

4~8mm

F2.0~360

This ultra compact size gives you many options in application. Recommended in
small places and under any condition for installation, such as in a bus, small shops
and ATMs.

Board Lens P1(Cone Pinhole) P3(Flat Pinhole) P4(Super Cone Pinhole)

f=3.6mm Board Lens

f=3.7mm Cone Pinhole Lens

f=3.7mm Flat Pinhole Lens

f=4.3mm Super Cone Pinhole Lens

f=4.0~8.0mm Fixed Iris Varifocal

KPC-S700C(H) SeriesMODEL

Image Device  

Scanning System 

Total Pixels

Effective Pixels

Sync. System 

H. Resolution

S/N Ratio

Gamma Correction

Video Output

Power Supply

Power Consumption

Operating Temperature

Storage Temperature

Dimensions

Lens Options

1/3̋ Sony Super HAD CCD

2 : 1 Interlace
EIA - 537(H)× 505(V) 270K / CCIR - 537(H) × 597(V) 320K

EIA - 510(H)× 492(V) 250K / CCIR - 500(H) × 582(V) 270K

Internal

More than 380 TV Lines

More than 50dB

Sensitivity 0.5Lux / F2.0
Υ = 0.45 

1.0 vp-p Composite(75Ω)

Electronic Shutter EIA : 1/60~1/100,000sec Auto PAL : 1/50~1/100,000sec Auto

DC12V(±10%)

120mA or less

-10°C ~ +50°C

-20°C ~ +60°C
30mm(W)×30mm(H)

KPC-S700CB

KPC-S700CP1

KPC-S700CP3

KPC-S700CP4

KPC-S700CV
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Monochrome Mini Square Series

46

Monochrome Mini Square Series

This compact-sized(25mm X 25mm)
B/W square camera with built in
1/3” Sony CCD provides clear and
sharp image and low lux sensitivity
at night time.

Options
䤎1/3” Sony EXveiw CCD
䤎Audio
䤎High-Res.

Options

This compact-sized(30mm X 30mm)
B/W square camera with built in
1/3” Sony CCD provides clear and
sharp image and low lux sensitivity
at night time.

䤎1/3” Sony EXveiw CCD
䤎Audio
䤎High-Res.

KPC-S400B KPC-S400P

KPC-S400P1 KPC-S400P3

KPC-S400P4 KPC-S400VDimensions(unit:mm)

Specifications

Lens options

Applications

Board LensModel 

Focal Length

Angle of View

2.45mm

150。

2.97mm

130。

3.6mm

92。

6mm

53。

8mm

40。

12mm

28。

3.7mm

90。

3.7mm

90。

4.3mm

P1

3.7mm

90。

P P3 P4

Pinhole Lens

78。

This ultra compact size gives you many options in application. Recommended in
small places and under any condition for installation, such as in a bus, small shops
and ATMs.

Board Lens P(Pinhole) P1(Cone Pinhole) P3(Flat Pinhole) P4(Super Cone Pinhole)

f=3.6mm Board Lens

f=3.7mm Pinhole Lens

f=3.7mm Cone Pinhole Lens

f=3.7mm Flat Pinhole Lens

f=4.3mm Super Cone Pinhole Lens

KPC-S500 SeriesMODEL

Image Device  

Scanning System 

Total Pixels

Effective Pixels

Sync. System 

H. Resolution

S/N Ratio

Gamma Correction

Video Output

Power Supply

Power Consumption

Operating Temperature

Storage Temperature

Dimensions

Lens Options

1/3”Sony Super HAD CCD

2 : 1 Interlace
EIA - 537(H)× 505(V) 270K / CCIR - 537(H) × 597(V) 320K

EIA - 510(H)× 492(V) 250K / CCIR - 500(H) × 582(V) 270K

Internal

More than 420 TV Lines

More than 50dB

Sensitivity 0.05LUX / F2.0
Υ = 0.45 

1.0 vp-p Composite(75Ω)

Electronic Shutter EIA : 1/60~1/100,000sec PAL : 1/50~1/100,000sec 

DC12V(±10%)

120mA or less

-10°C ~ +50°C

-20°C ~ +60°C
25mm(W)× 25mm(H)

KPC-S500B

KPC-S500P

KPC-S500P1

KPC-S500P3

KPC-S500P4

KPC-S500B KPC-S500P

KPC-S500P1 KPC-S500P3

KPC-S500P4

Dimensions(unit:mm)

Specifications

f=3.6mm Board Lens

KPC-S400 Series

KPC-S400B

MODEL

Image Device  

Scanning System 

Total Pixels

Effective Pixels

Sync. System 

H. Resolution

S/N Ratio

Gamma Correction

Video Output

Power Supply

Power Consumption

Operating Temperature

Storage Temperature

Dimensions

Lens Options

1/3”Sony Super HAD CCD

2 : 1 Interlace
EIA - 537(H)× 505(V) 270K / CCIR - 537(H) × 597(V) 320K

EIA - 510(H)× 492(V) 250K / CCIR - 500(H) × 582(V) 270K

Internal

More than 420 TV Lines

More than 50dB

Sensitivity 0.05LUX / F2.0
Υ = 0.45 

1.0 vp-p Composite(75Ω)

Electronic Shutter EIA : 1/60~1/100,000sec PAL : 1/50~1/100,000sec

DC12V(±10%)

120mA or less

-10°C ~ +50°C

-20°C ~ +60°C
30mm(W)×30mm(H)

KPC-S400P

KPC-S400P1

KPC-S400P3

KPC-S400P4

KPC-S400V

f=3.7mm Pinhole Lens

f=3.7mm Cone Pinhole Lens

f=3.7mm Flat Pinhole Lens

f=4.3mm Super Cone Pinhole Lens

f=4.0~8.0mm Fixed Iris Varifocal

Lens options

Applications

Board LensModel 

Focal Length

Angle of View /
Aperture

2.45mm

150。

2.97mm

130。

3.6mm

92。

6mm

53。

8mm

40。

12mm

28。

3.7mm

90。

3.7mm

90。

4.3mm

P1

3.7mm

90。

P P3 P4

Pinhole Lens

78。

This ultra compact size gives you many options in application. Recommended in
small places and under any condition for installation, such as in a bus, small shops
and ATMs.

Board Lens P(Pinhole) P1(Cone Pinhole) P3(Flat Pinhole) P4(Super Cone Pinhole)

Fixed Iris 
Varifocal Lens

4~8mm

F2.0~360
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Colour Board Camera Series
High-Res

Dimension(unit:mm)

Options

Superior Image Resolution of 550TV Lines

Lens options

Test Chart

Specifications

ACE-M381

Features
䤎Sony SS-HQ1 Chipset
䤎1/3” Sony Super HAD CCD
䤎550TV Lines.

䤎1/3” Sony EXview CCD
䤎Mirror mode
䤎AC24 / DC12V Dual Voltage
䤎Digital Day & Night

ACE-M381MODEL

Image Device 

Scanning System

Total Pixels

Effective Pixels

H. Resolution

Electronic Shutter

S/N Ratio

Gamma Correction

Sync System

Video Output

Sensitivity

Power Supply

Operating Temperature

Options

1/3”Sony Super HAD CCD

2:1 Interlace

NTSC - 811(H) × 508(V) / PAL - 795(H) × 596(V)

NTSC - 768(H)× 494(V)  /  PAL - 752(H) × 582(V)
550 TV Lines

NTSC : 1/60 ~ 1/100,000sec PAL : 1/50 ~ 1/100,000sec

More than 45dB(AGC Off)

Υ = 0.45 

Internal

1.0 vp-p Composite(75Ω)

1.0 Lux @ F2.0(30 IRE)
DC12V(±)10%)

-10°C ~ +50°C

Mirror mode

Storage Temperature -20°C ~ +60°C

Dimensions 38mm(W) × 38mm(H)

P4

4.3
mm

78。

Pinhole Lens
Board Lens Auto Iris Varifocal

LensModel 

Focal Length

Angle of View
Aperture

2.5~
6.0mm

F1.2~
360

3.8~
9.5mm

F1.2~
360

4~
8mm

F2.0
~360

P3

3.7
mm

90。

P1

3.7
mm

90。

P

3.7
mm

90。

12
mm

28。

8
mm

40。

6
mm

53。

3.6
mm

92。

2.97
mm

130。

2.45
mm

150。

KT&C security products

KT&C a Leader of Visual Technology   www.ktnc.co.kr

Conventional High-Resolution Camera 550TV Lines
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Day Time

How WDR makes better image? 

Image of IR Cut Filter ON/OFF

Dimension(unit:mm)

CONTROL FUNCTION

LENS OPTION
A/D REMOCON Circuit diagram

Option(KA-08B)

Function
SW1 : MENU OSD Menu on/off, selection
SW2 : UP OSD Menu up, Digital zoom in (WDR OFF)
SW3 : DOWN OSD Menu down, Digital zoom out(WDR off)
SW4 : LEFT OSD Menu left
SW5 : RIGHT OSD Menu right
SW6 : F1 WDR Mode on/off
SW7 : F2 Day & Night on/off
SW8 : F3 Freeze on/off

WDR enables this camera to provide
extremely clear image and Day/
Night function makes the image
remain superior any time of day.
Also, user can control the camera
setting through OSD according to
their needs.

ACE-WDR38CH

Colour Board Camera Series
High-Res

WDR allows every detail to be captured accurately even if one portion is bright
while other portions are dark(the difference of two portions could be more than 64
times). 

NORMAL

Day time Night time

BLC WDR
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Specifications

Aspherical Lens

Lens Options

Colour Board Camera Series
High-Res

ACE-WDR38CMODEL

Signal System

Image Device 

H. Resolution

Scanning system

Scanning frequency

Sync System

Min. illumination

AGC

White Balance

Gamma Correction

Privacy Zone

Dynamic Range

Shutter Control

Digital Zoom

NTSC PAL

Sony Vertical Double-Density Interline 1/3" CCD

480 TV Lines

2:1 interlace
H : 15.734kHz, V : 59.94Hz H : 15.625kHz, V : 50Hz

Internal / Line-Lock(AC 24V Only)

Colour : 0.004 Lux, B/W : 0.001 Lux / AGC TYP, DSS 40x

Max / Typ / Min

ATW / PUSH / USER

0.45 / 1 / Active Mode 1 / Active Mode 2

8 point
64x

1/60 ~ 1/100,000 sec 1/50 ~ 1/100,000 sec

x2.56(WDR OFF)

Digital Slow Shutter OFF / ON(2x, 4x, 6x, 8x, 10x, 20x, 40x, 80x, 160x)

IR Remove OFF / ON(Video, CDS Sensor)

IR LED OFF / ON(Max Current 180mA)
Day&Night OFF / ON(Video, CDS Sensor)

BLC OFF / Bottom / Left / Right / Top / Center

WDR OFF / ON

Image Effect B/W, Nega/Posi, H/V Mirror, Sharpness, Freeze

Flickerless OFF / ON

Manual Shutter 8 Step(1/60(50), 1/100(120), 1/250, 1/500, 1/1k, 1/2k, 1/4k, 1/10k)
Bright Control 32 Step

Colour Adjustment R-Y Gain, B-Y Gain, R-Y Hue, B-Y Hue

Baud Rate 2400 / 4800 / 9600 / 19200 bps

Camera ID 0 ~ 255

Character generator 10 Alphanumeric character

Preset 1 Point

Power DC 12V / Max 280mA, AC 24V / Max 4.2W
Operating Temperature -10°C ~ +50°C

Operating Humidity 30% ~ 90% RH

Storage Temperature -30°C ~ +60°C

Lens Mount Pinhole / Varifocal / C Mount / CS Mount

Dimensions 38mm(W) × 38mm(H)

3.8~9.5mm
(Aspheric)

2.5~6.0mm
(Aspheric) 3.8~9.5mm 2.5~6.0mm

Auto Iris Varifocal Lens Mechanical D & N LensModel

Focal Length

Features
䤎Sony Vertical Double-Density interline 

1/3″CCD
䤎480TV lines
䤎WDR(Wide Dynamic Range), OSD Function
䤎Day & Night Function
䤎Digital Slow Shutter, Manual Shutter
䤎Motion Detection, Privacy Zone
䤎RS-232C interface
䤎DC12V/AC24V Dual Voltage
䤎38mm × 38mm × 3 BOARD

OSD Functions
All functions can be controlled easily by
pressing the button of the OSD menu key
of the camera.

Options
䤎OSD Support Multi-Languages

(English, Chinese, German, Russia, Spanish)
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Dimensions(unit:mm)

Lens options

Function options

Specifications

Colour Board Camera Series
Std-Res

ACE-S300CP1

ACE-S380CP3

ACE-S205C

ACE-S300CP1 ACE-S380CP3 ACE-S205C ACE-S226CBMODEL

Image Device 

Scanning System

Total Pixels

Effective Pixels

H. Resolution

Electronic Shutter

S/N Ratio

Gamma Correction

Sync. System

Video Output

Sensitivity

Power Supply

Operating Temperature

Lens

1/3”Sony Super HAD CCD 1/4”Sony CCD

2:1 Interlace

NTSC - 537(H)× 505(V) / PAL - 537(H) × 597(V)

NTSC - 510(H)× 492(V) / PAL - 500(H) × 582(V)
380 TV Lines

NTSC : 1/60 ~ 1/100,000sec auto / PAL : 1/50 ~ 1/100,000sec auto

More than 48dB

Υ = 0.45 

Internal

Composite 1 〔vp-p〕75(Ω) unbalanced

0.5 Lux @ F2.0 0.5 Lux @ F2.0
DC12V(±)10% DC5V(±)10%

-10°C ~ +40°C -10°C ~ +50°C

f 3.7mm Cone Pinhole f 3.7mm Flat Pinhole W/O Lens f 3.6mm Board

Storage Temperature -20°C ~ +70°C -20°C ~ +60°C

Dimensions 32mm(W)×32mm(H) 38mm(W)×38mm(H) 20mm(W)×40.2mm(H) 22mm(W)×26mm(H)

Board LensModel 

Focal Length

Angle of View

2.45mm

150。

2.97mm

130。

3.6mm

92。

6mm

53。

8mm

40。

12mm

28。

3.7mm

90。

3.7mm

90。

4.3mm

P1 P3 P4

Pinhole Lens

78。

Board Lens P1(Cone Pinhole) P3(Flat Pinhole) P4(Super Cone Pinhole)

○

EXviewModel 

ACE-S300CP1

○ACE-S380CP3

○ACE-S205C
ACE-S226C

○

Audio

○

○

Mirror

○

○
○

○

Digital D & N

○

○

AC24 / DC12V

○

Line Lock

○

ACE-S226CB

䤋ACE-226CB : DC Power Converting Cable(DC12V TO DC5V) Available.
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ACE-S560HB

Dimensions(unit:mm)

This B/W board camera is specially
designed for ultra clear and sharp
image with 1/3” Sony CCD.

Specifications

Lens options

Monochrome Board Camera Series
High-Res

MODEL

Image Device

Scanning System 

Total Pixels

S/N Ratio

Sync. System

H. Resolution

Gamma Correction

Video Output

Electronic Shutter

Power Supply

Operating Temperature

Storage Temperature

Lens

1/3”Sony Super HAD CCD

2 : 1 Interlace

EIA - 811(H)× 508(V), 410K / CCIR - 795(H) × 596(V), 470K

Effective Pixels EIA - 768(H)× 494(V), 380K / CCIR - 752(H) × 582(V), 440K

Internal
More than 50dB

600 TV Lines

Sensitivity 0.1 Lux @ F2.0

Υ = 0.45 

Composite 1 〔vp-p〕75(Ω) unbalanced

EIA : 1/60 ~ 1/100,000sec Auto, CCIR : 1/50 ~ 1/100,000sec Auto
DC12V(±10%)

-10°C ~ +60°C(Humidity : 10%RH~60%RH)

-20°C ~ +60°C(Humidity : 10%RH~60%RH)

ACE-S560HB

f 3.6mm Board Lens

Dimensions 30mm(W) × 30mm(H)

Pinhole Lens
Board Lens Auto Iris Varifocal LensModel 

Focal Length

Angle of View
Aperture

2.5~
6.0mm

F1.2~
360

3.8~
9.5mm

F1.2~
360

4~8
mm

F2.0~
360

P4

4.3
mm

78。

P3

3.7
mm

90。

P1

3.7
mm

90。

12
mm

28。

8
mm

40。

6
mm

53。

3.6
mm

92。

2.97
mm

130。

2.45
mm

150。

Board Lens P1(Cone Pinhole) P3(Flat Pinhole) P4(Super Cone Pinhole)

Options
䤎1/3” Sony EXveiw CCD
䤎Audio
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Dimensions(unit:mm)

Function options

Lens options

Specifications

This B/W board camera is specially
designed to show clear image at low
lux condition.

䤎Excellent Low light Performance of 0.05Lux/F2.0
䤎Wide Range of Operating Voltage(9V to 15V DC)
䤎Reverse Polarity is Protected
䤎Noise, Ghost and Blooming Free at a Low Heat

Monochrome Board Camera Series
Std-Res

MODEL

Image Device

Scanning System 

Total Pixels

S/N Ratio

Sync. System

H. Resolution

Gamma Correction

Video Output

Electronic Shutter

Power Consumption

Power Supply

Operating Temperature

Storage Temperature

1/3”Sony Super HAD CCD

2 : 1 Interlace

NTSC (EIA) : 537(H) × 505(V) 270K / PAL(CCIR) : 537(H) × 597(V) 320K

Effective Pixels NTSC (EIA) : 510(H) × 492(V) 250K / PAL(CCIR) : 500(H) × 582(V) 270K

Internal
More than 48dB

More than 420 TV Lines

Sensitivity 0.05 Lux @ F2.0

Υ = 0.45 

1.0 vp-p Composite(75Ω)

EIA : 1/60 ~ 1/100,000sec Auto, CCIR : 1/50 ~ 1/100,000sec Auto
100mA or less

DC12V(±10%)

-10°C ~ +50°C(Humidity : 10%RH~60%RH)

ACE-S360HP3

-20°C ~ +60°C(Humidity : 10%RH~60%RH)

f 3.7mm Cone Pinholef 3.7mm Super Cone PinholeLens f 3.7mm Flat Pinhole

32mm(W) × 32mm(H)38mm(W) × 38mm(H)Dimensions 30mm(W) × 30mm(H)

ACE-S340HP1ACE-S315HP4

○

EXviewModel 

ACE-S360HP3

○

○

○

ACE-S340HP1

○

Audio

○

○

○

ACE-S315HP4

ACE-S430HB

ACE-S360HP3

ACE-S340HP1

ACE-S315HP4

Features

Board LensModel 

Focal Length

Angle of View

2.45mm

150。

2.97mm

130。

3.6mm

92。

6mm

53。

8mm

40。

12mm

28。

3.7mm

90。

3.7mm

90。

4.3mm

P1 P3 P4

Pinhole Lens

78。

Board Lens P1(Cone Pinhole) P3(Flat Pinhole) P4(Super Cone Pinhole)

KT&C security products

KT&C a Leader of Visual Technology   www.ktnc.co.kr

Options
䤎High-Res.

- ACE-S515H (38mm X 38mm)
- ACE-S540H (32mm X 32mm)



56 57

High Performance CCTV Series

Dimensions(unit:mm)

Power Multi-functions

Specifications

This product is a high performance
and cost effective surveillance
camera with 22x optical zoom.

- cost effective zoom camera -

KPC-Z220N

MODEL

Signal System

Image Device

Scanning System

Scanning Frequency

Total Pixels

Effective Pixels

H. Resolution

AE(Electronic Shutter)

S/N Ratio

NTSC PAL

1/4”Sony Super HAD CCD

2 : 1 Interlace

537(H) × 505(V) 270K
H : 15.734 KHz, V : 59.94 Hz

510(H) × 492(V) 250K

537(H) × 597(V) 320K
H : 15.625 KHz, V : 50 Hz

500(H) × 582(V) 290K

380 TV line

1/60 - 1/100,000 sec automatic 1/50 - 1/100,000 sec automatic 

More than 45dB(AGC off)

KPC-Z220NN KPC-Z220PN

Sensitivity 1.0 Lux / 30 IRE

Gamma Correction Υ = 0.45 
Sync System Internal

Video Output 1.0 Vp-p Composite(75Ω)

Lens 22x Zoom Lens (f=3.9~85.8mm), F1.6(Wide)~F3.7(Tele)

Min. Shooting Distance 0.01m(Wide) / 1m(Tele)

OSD English

Camera Control RS-232C TTL, RS-485, A/D Key

Zoom/Focus Preset 64 Mode
Privacy Zone 1 Normal Privacy Zone, 18 Preset Privacy Zone

Protocol KT&C, Pelco-D

Power supply DC12V(±10%) / Max 2.64W / 220mA

Dimensions 58 × 63 × 117.1mm

Operating temperature -10°C ~ +50°C

Storage temperature -20°C ~ +60°C

Privacy image masking Automatic white balanceNormal 22X Optical Zoom

Powerful Functions(High Speed Zoom Tracking)

1X 22X Optical Zoom

0” 3.3”

Features
䤎SONY 1/4″Super HAD CCD.
䤎Optical Power 22x Zoom lens.
䤎Manual Focus(Non-AF)
䤎RS232 TTL, RS485 communication.
䤎Pelco-D protocol
䤎Support Privacy Zone

(1 Normal Privacy zone, 
18 Preset Privacy zone)

䤎64 presets.
䤎On Screen Display(OSD).
䤎Auto White Balance(ATW/MWB/PWB).

High Performance CCTV Series

Dimensions(unit:mm)

Specifications

Auto Focus Power Zoom offers a high
performance with 880x zoom power
afforded by implementation of 22X
optical zoom and 40X digital zoom.

Features
䤎1/4” Sony Super HAD CCD
䤎Optical Power 22X & Digital 40X Zoom
䤎Auto Focus(Near / Far)
䤎RS-232C,RS-485,Controller, A/D key
䤎Protocol : Pelco-D, KT&C
䤎OSD(Function OSD, Sub-key OSD, Menu OSD)
䤎Option : EXview, DSS

OSD Support Multi-Languages
(English, Chinese, German, Russia, Spanish)

KPC-ZA880
The first developed state of the art 
technology in the world provides 
3.3/sec for zoom tracking speed compare to 
5.5/sec of other company’s normal speed.

Max - 3.3sec

Explanation of the Back
① Wide Key
② Near Key
③ Tele Key
④ Far Key

䤎 MENU :  Menu Key
䤎 POWER : Power LED
䤎 +12V / GND : Power input Terminal
䤎 VIDEO : Video output Jack
䤎 485+ ~ GND : Control Terminal

KPC-ZA880MODEL
Signal System

Image Device

Scanning System

Scanning Frequency

Total Pixels

Effective Pixels

H. Resolution

Electronic Shutter

Digital Slow Shutter

S/N Ratio

Sensitivity

Sync. System

Video Output

Lens

Angle of View

Min. Shooting Distance

Zoom
Optical

Digital

Video Focus

OSD

Camera Control

Position Preset

Protocol

Power Supply

Dimensions

Weight

Operating Temperature

Storage Temperature

NTSC PAL

1/4”Sony Super HAD CCD

2:1 interlace

H:15.734KHz,V:59.94Hz H:15.625KHz,V:50Hz

811(H) X 508(V) 410K 795(H) X 596(V) 470K

768(H) X 494(V) 380K 752(H) X 582(V) 440K

480 TV line

1/60~1/10,000 sec 1/50~1/10,000 sec

Off, 2 field ~ 128 field

More than 45dB(AGC off)

0.001 Lux(DSS)

Internal

1.0 Vp-p Composite(75Ω)

22X Zoom Lens (f=3.9~85.8mm), F1.6(Wide)~F3.7(Tele)

Tele : 24。, Wide : 51.2。

0.01m(Wide)/1m(Tele)

22x (Speed[sec] : 3.3/3.8/4.8/5.8(ZTR))

40x(Total zoom ratio : 880x)

Auto/Manual(NEAR-FAR)

On/Off (Function OSD, Sub-Key OSD, Menu OSD)

RS-232C, RS-485, Controller, A/Dkey

64 Presets

KT&C, Pelco-D

DC 12V ±10% / Max. 4.2W/350mA

66(W) x 64(H) x 111(D) mm

Approx. 500g

-10°C ~ +50°C

-20°C ~ + 60°C

KPC-ZM880
(Speed dome module)

KPC-ZA880
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High Performance CCTV Series

KPC-DN301CZH

KPC-301CZH

Dimensions(unit:mm)

This product is a high perfomance
surveillance camera with 270X
zooming capability power afforded
by implementation of 27X optical
zoom and 10X digital zoom.

Options

Specifications

Features

MODEL

Signal System

Scanning System 

Image Device

Total Pixels

Effective Pixels

H. Resolution

S/N Ratio

Lens

Minimum Shooting Distance

Minimum Illumination

Camera Control

Zoom/Focus Preset

Video Output

Power supply

NTSC PAL

2 : 1 Interlace

1/4" Sony Super HAD CCD

768(H)× 494(V) 380K 752(H)× 582(V) 440K
811(H)× 508(V) 410K 795(H)× 596(V) 470K

More Than 480

More Than 48dB

27X Zoom 〔f = 3.25~88.0mm F 1.5(W), F 3.8(T)〕, Video AF

0.01m(WIDE), 1.0m(TELE)

Normal Mode : 1Lux(30IRE)

Electronic Shutter Speed Mode : 0.01Lux(32Field Accumulate)
Night Mode : 0Lux

KPC-(DN)301CZH

RS-232C(TTL Level)

64 Mode Set/Move(Store with Internal EEPROM)

1Vp-p Composite Output 75

9V~15V

䤎High resolution 1/4″colour CCD 
䤎Total Zoom ratio x 270(Optical zoom x 27, Digital zoom x 10)
䤎DSP colour camera for Pan / Tilt / Zoom Controller(RS-232C)
䤎Min Illumination at 1 Lux(30 IRE)
䤎External Synchronization with line-lock
䤎OSD function
䤎Motion detection
䤎WDR, Day & Night, DSS function

䤎A/D key : 1M or 35M
䤎Case Colour : Ivory or Metal Gray
䤎Day & Night Funtion(Day & Night, DSS, WDR)

High Performance CCTV Series

Dimensions(unit:mm)

Power Multi-Functions

Specifications

This camera is especially effective
in environment with extreme
contrast.
The KPC-6000 records images at
different shutter speeds and
digitally combining the images to
prevent under-exposed picture and
furthermore it captures detailed
image from both of the low light
area and bright area and offers
definitely clean image.

KPC-6000

WDRNORMAL BLC

Features
䤎WDR(Wide Dynamic Range)
䤎On Screen Display
䤎Digital Slow Shutter

Options
䤎Day & Night(ICR)
䤎A/Dkey
䤎DC12V / AC24V Dual Voltage, AC230V
䤎OSD Support Multi-Languages

(English, Chinese, German, Russia, Spanish)

OSD Functions
All functions can be controlled easily by
pressing the button of the OSD menu key
of the camera.

KPC-6000MODEL
Signal System

Image Device

H. Resolution

Scanning System

Electronic Shutter

Scanning Frequency

S/N Ratio

Sensitivity

WDR

BLC

AGC

White balance

Gamma Corrcection

Day & Night

Digital Slow Shutter

Flickerless

Sync. System

Video Output

Lens Mount

Auto iris lens

Control interface

Power

Operating temperature

Storage temperature

Humidity

NTSC PAL

Sony 1/3" Vertical double-density interline CCD

480 TV Lines

2 : 1 Interface

1/60 ~ 1/100,000 sec 1/50 ~ 1/100,000 sec

H : 15.734kHz, V : 59.94Hz H : 15.625kHz, V : 50Hz

More than 50dB / AGC OFF / DSS OFF

0.004Lux @F1.2(50 IRE) / AGC TYP, DSS 40X

OFF / ON (Level adjustment)

OFF / ON (Level Adjustment, Area Selection)

MIN / TYP / MAX

ATW / PUSH LOOK / USER(R Gain, B Gain)

0.45 / 1 / Active mode 1 / Active mode 2

OFF /  ON (VIDEO, EXT Control), IR Remove

OFF / ON (2x, 4x, 6x, 8x, 10x, 20x, 40x, 80x, 160x) Field

OFF / ON (WDR ON)

Interanl / Line lock (AC24V, AC230V)

1.0 Vp-p Composite(75Ω)

C/CS Mount

DC / Video Auto Iris Lens

A/D Key, RS-485

DC 12V ±10% / Max 280mA, AC 230V ±10% / Max 4.2W,
-10 ℃ ~ + 50 ℃

-20 ℃ ~ + 60 ℃

10% ~ 80%

DOWN BUTTON

REMOTE JACK

LEFT BUTTON

UP BUTTON

POWER LED VIDEO OUT JACK

RIGHT BUTTON POWER TERMINAL
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High Performance CCTV Series

Dimensions(unit:mm)

Removing Picture Noise by DNR

Specifications

This 1/3" Sony Super Had CCD, High
resolution color camera with DNR
and Sens-up function allow users to
have the greatest clear and sharp
image in any circumstances.

What is DNR(Digital Noise Deduction)?
The amount of low illuminance
noise is significally reduced and the
signal-to-noise ratio(S/N) as well as
horizontal resolution is improved,
resulting in a clear and sharp image
display even in the dark.

KPC-4100

Option
䤎1/3” Sony EXview CCD
䤎Mirror Mode
䤎AC24 / DC12 Dual Voltage
䤎OSD Support Multi-Languages

(English, Chinese, German, Russia, Spanish)

KPC-4100MODEL
Signal System

Image Device

Total Pixels

Effective Pixels

H. Resolution

Lens Mount

Sensitivity

OSD

Scanning System

Sync. System

Electronic Shutter

S/N Ratio

BLC / DNR / AGC

White Balance

DAY & NIGHT

Video Output

Power Supply

Motion Detection

Privacy Zone

Dimensions

Operating Temperature

Storage Temperature

NTSC PAL

1/3”Sony Super HAD CCD

811(H) x 508(V) 795(H) X 596(V)

768(H) x 494(V) 752(H) x 582(V)

520 TV Lines

C/CS Mount

0.3 Lux/F1.2 (50IRE, AGC HIGH, DNR HIGH)
0.002 Lux (Sens-up X 128)

Built in

2:1 Interlace

Internal / Line Lock

AUTO/MANUAL(X128 ~ 1/60sec ~ 1/120,000sec)
Sens-up and sens-up Limit is selectable / Flickerless

More than 45 dB (AGC off, Weight On)

Low, Middle, High, Off Selectable

ATW / AWC / Manual (1800' K ~ 10,500' K)

Auto / On

1.0 Vp-p Composite(75Ω)

DC12V (±10%)

On/Off (4 Zone)

On/Off (4 Zone)

65mm (W) X 59mm (H) X 115mm(D)

- 10°~ +50°C (Humidity : 30%RH ~ 80%RH)

- 20°~ + 60°C (Humidity : 20%RH ~ 90%RH)

① DOWN BUTTON

② LEFT BUTTON

③ UP BUTTON

④ RIGHT BUTTON

⑤ POWER LED

⑥ VIDEO / DC

⑦ VIDEO OUT JACK

⑧ POWER TERMINAL

OSD Functions

High Performance CCTV Series

Dimensions(unit:mm)

Specifications

This 1/3" Sony Super Had CCD, High
resolution color camera is the great
choice for any surveilance application
with stylish Design, also offering quick
and easy setup via the On-Screen
Display(OSD) menu.

Features
䤎1/3” Sony Super Had CCD
䤎Selectable gain control and Back light

compensation
䤎Sony SS-HQ1 Chipset with 550 TV Lines
䤎OSD function
䤎Automatic White Balance
䤎RS-485 Interface(Pelco-D)

Options
䤎1/3” Sony EXview CCD
䤎Day & Night (ICR)
䤎AC24 / DC12 Dual Voltage, AC230V
䤎A/D key
䤎OSD Support Multi-Languages

(English, Chinese, German, Russia, Spanish)

KPC-4000 KPC-5000MODEL
Image Device

Total Pixels

Effective Pixels

H. Resolution

Sensitivity

OSD

Scanning System

Electronic Shutter

S/N Ratio

BLC

AGC

White Balance

DAY & NIGHT

Sync. System

Video Output

Power Supply

Operating Temperature

Storage Temperature

Dimensions

Lens Type

Mechanical D&N

1/3" Sony Super HAD CCD

NTSC : 811(H) × 508(V)PAL : 795(H) X 596(V)

NTSC : 768(H) × 494(V) /PAL : 752(H) x 582(V)

550 TV Lines

1.0 Lux / 30 IRE @ F2.0

Available

2:1 Interlace

NTSC : 1/60 - 1/100,000 sec
PAL : 1/50 - 1/100,000 sec

More than 45 dB

OFF/ON (Level Adjustment, Area Selection)

MIN / TYP / MAX

ATW / PUSH / USER (R GAIN, B GAIN)

OFF / ON (CDS SENSOR)

Internal (DC 12V)Internal / Line Lock (AC POWER)

1.0 Vp-p Composite(75Ω)

DC12V (±10%) / AC 24V (DUAL) / AC 230V Selectable

- 10°~ +50°C (Humidity : 10%RH ~ 60%RH)

- 20°~ + 60°C (Humidity : 10%RH ~ 60%RH)

65mm (W) X 57mm (H) X 122mm(D)

C/CS Mount Varifocal Lens Built in

Option

All functions can be controlled easily by
pressing the button of the OSD menu key
of the camera.

OSD Functions
All functions can be controlled easily by
pressing the button of the OSD menu key
of the camera.

① DOWN BUTTON

② LEFT BUTTON

③ UP BUTTON

④ RIGHT BUTTON

⑤ POWER LED

⑥ POWER TERMINAL

⑦ VIDEO OUT JACK

⑧ REMOTE JACK

KPC-4000

KPC-5000

KPC-5000

KPC-4000

Conventional DNR
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High Performance CCTV Series
Colour

KPC-3000CH

Dimensions(unit:mm)

Options Flange Back Adjustable

Specifications

DIP Switch Configurations

䤎1/3” Sony EXview CCD
䤎DC12V / AC 24V DUAL VOLTAGE
䤎NORMAL / HIGH RESOULUTION

Our state-of-the-art technology provides you with the flange back
adjustment function by scrolling the black wheel, which means you can
use both C-mount lens and CS-mount lens without C-mount ring.

SYMBOL

BLC

IRIS

1

2

S/W

N.C

ON

FUNCTION

BLC ON

Electronic IRIS

-

OFF
BLC OFF

Auto IRIS

-3

AGC Control AGC Min AGC Max4

MODEL

Image Device

Scanning System 

Total Pixels

H. Resolution

Electronic Shutter

S/N Ratio

Signal Process

Sensitivity

Gamma Correction

Sync. System

Power Consumption

Video Output

Power Supply

Temperature

Gain Control

White Balance

Lens Mount

1/3”Sony Super HAD CCD

2 : 1 Interlace

NTSC - 537(H)× 505(V) / 811(H) × 508(V)
PAL - 537 (H)× 597 (V) / 795(H) × 596(V)

380 TV Lines / 480 TV Lines

NTSC : 1/60 ~ 1/100,000sec, PAL : 1/50 ~ 1/100,000sec

More than 45dB(AGC Off)

Digital Signal Processor

1.0 Lux @ F2.0 / 0.5 Lux @ F2.0

Υ = 0.45 
Internal

180mA or less

Composite 1 〔vp-p〕75(Ω) unbalanced

KPC-3000CH

DC12V

-10°C ~ +50°C

Automatic(0 ~ 26dB)

Automatic(2,100°K ~ 8,000°K)
C/CS

Dimensions(unit:mm)

Options

Specifications

䤎Easy adjustment for the zoom and 
focus lever

䤎f4~8mm DC auto iris varifocal lens 
built-in

KPC-2000C(H)

Features
䤎Attractive compact design & Ultra light weight
䤎Automatic White Balance and Gain Control
䤎Back Light Compensation built-in
䤎Ghost image free
䤎Reverse polarity power input safety built-in

䤎EXview 1/3” Sony CCD
䤎High or Normal Resolution
䤎Digital Day/Night funtion
䤎DC 12V/AC 24V Dual Voltage

MODEL

Image Device

Scanning System 

Total pixels

Effective pixels

Electronic shutter

H. resolution

S/N Ratio

Sensitivity

Gamma Correction

Sync. System

Video Output

Operating Temperature

Storage Temperature

Operating humidity

Power supply(DC 12V)

Power supply(AC 24V)

1/3”Sony Super HAD CCD

2 : 1 Interlace

NTSC : 811(H)× 508(V) / PAL : 795(H) × 596(V)

NTSC : 768(H) X 494(V) / PAL : 752(H) X 582(V)

NTSC : 1/60 - 1/100,000(sec)
PAL : 1/50 - 1/100,000(sec)

380 TV Lines(480 TV lines)

More than 45dB(AGC OFF)

1 Lux / 30IRE @ F2.0(0.5Lux / 30IRE @ F2.0)

Υ = 0.45

Internal / Line - Lock(AC24V)

KPC-2000C(H)

1.0 Vp-p Composite(75Ω)

-10°C ~ +50°C

-20°C ~ +60°C

10% ~ 80%

DC 12[V] ±10% , less than 150[mA](180[mA]) ±10%

AC 24[V] ±10% , less than 250[mA](270[mA]) ±10%

DC12V TYPE

Back Light Compensation

Automatic Light Control

-

Automatic Gain Control

-
-

AC24V TYPE

Gamma
Internal Line Lock

Mode
SW No.

SW 1

SW 2

SW 3

SW 4

SW 5
SW 6
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B/W

Options
䤎EXview 1/3” Sony CCD
䤎DC 12V or AC 230V

KPC-303BH

Dimensions(unit:mm)

Specifications

KPC-313BH

Dimensions(unit:mm)

Accessories Furnished

Specifications

Features

䤎LPF Built-in
䤎Built-in Electronic Shutter and Blooming-free circuit

MODEL

Image Device

Scanning system

Effective Pixels No. 

H. Resolution

Sensitivity

S/N Ratio

Sync. System

Gamma Correction

Video Output

Electronic Shutter

Power Supply

Power Consumption

Operating Temperature

Storage Temperature

Function Options

Lens Mount

1/3”Sony Super HAD CCD

2 : 1 Interlace

EIA:510(H)×492(V)/CCIR:500(H)×582(V) EIA:768(H)X494(V)/CCIR:752(H)X582(V)

More than 420 TV line More than 600 TV line

0.05 Lux @ F2.0 0.1 Lux @ F2.0

More than 50 dB

Internal

Υ = 0.45

1.0 vp-p Composite(75Ω) 

EIA : 1/60 ~ 1/100,000 sec Auto, CCIR : 1/50 ~ 1/100,000 sec Auto
DC12V(±10%)

180mA or less

KPC-S303BH

-10°C ~ +50°C(Humidity : 10%RH~60%RH)

-20°C ~ +60°C(Humidity : 10%RH~60%RH)

1/3”Sony Exview

C/CS

1 Auto iris plug(cover & bottom) 1set

Description Quantity

Mounting Fixture 1pc

Fixture Screw 3pc

2

3

Item

Manual 1pc4

Accessories Furnished

Features

䤎LPF Built-in
䤎Built-in Electronic Shutter and Blooming-free circuit

1 Auto iris plug(cover & bottom) 1set

Description Quantity

Mounting Fixture 1pc

Fixture Screw 3pc

2

3

Item

Manual 1pc4

MODEL

Image Device

Scanning system

Effective Pixels No. 

H. Resolution

Sensitivity

S/N Ratio

Sync. System

Gamma Correction

Video Output

Electronic Shutter

Power Supply

Power Consumption

Operating Temperature

Storage Temperature

Function Options

Lens Mount

1/3”Sony Super HAD CCD

2 : 1 Interlace

EIA:510(H)×492(V)/CCIR:500(H)×582(V) EIA:768(H)X494(V)/CCIR:752(H)X582(V)

More than 420 TV line More than 600 TV line

0.05 Lux @ F2.0 0.1 Lux @ F2.0

More than 50 dB

Internal

Υ = 0.45

1.0 vp-p Composite(75Ω) 

EIA : 1/60 ~ 1/100,000 sec Auto, CCIR : 1/50 ~ 1/100,000 sec Auto
DC12V(±10%)

180mA or less

KPC-313BH

-10°C ~ +50°C(Humidity : 10%RH~60%RH)

-20°C ~ +60°C(Humidity : 10%RH~60%RH)

1/3”Sony Exview

C/CS
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Dimensions(unit:mm)

Comparison of spectral sensitivities 
between EXview HAD CCD and conventional CCD

Specifications

This camera employs the Sony
EXview CCD as an image device
which is well-known for extra low
lux sensitivity. It makes more
reliable night viewing performance.

KPC-350CH(Std-Res)

High Performance CCTV Series
Colour

KPC-650CHQ(High-Res)

MODEL

Image Device

Scanning System 

Effective
Pixels

High-Res

Normal-Res

S/N Ratio

H. Resolution

Sensitivity

Sync. System

Gamma Correction

Video Output

Electronic Shutter

Power Supply

Power Consumption

Operating Temperature

Storage Temperature

Function option

1/3”Sony EXview CCD

2 : 1 Interlace

NTSC (EIA) : 768(H) × 494(V), PAL (CCIR) : 752(H) × 582(V)

NTSC (EIA) : 510(H) × 492(V), CCIR (PAL) : 500(H) × 582(V)
More than 48dB More than 48dB

0.05 Lux / Faceplate

380 TV Lines 550 TV Lines

Internal

Υ = 0.45 

1.0 vp-p Composite(75Ω)

NTSC (EIA) : 1/60 ~ 1/100,000sec
PAL (CCIR) : 1/50 ~ 1/100,000sec

DC12V(±10%)

140mA or less

-10°C ~ +60°C(Humidity : 10%RH~60%RH)

KPC-350CH(COLOUR)

-20°C ~ +60°C(Humidity : 10%RH~60%RH)

Mirror Mode

KPC-650CHQ(COLOUR)

Lens options C/CS Mount(DC/Video Drive)C/CS Mount(Video Drive)

䤋KPC-350BH, KPC-650BH(B/W camera) are available.

Conventional CCD EXview HAD CCD

High Performance CCTV Series

Dimensions(unit:mm)

Outstanding perfomance of SLL comparing 
with conventional and EXview CCD

Specifications

This camera employs the Sony
EXview CCD with SLL which is newly
designed for extra low lux sensitivity. 
It makes more reliable night veiwing
performance

KPC-SLL650BH

KPC-SLL650BHMODEL
Signal System

Image Device

Scanning System

Total/Effective Pixels

Scanning Frequency

Shutter Speed

S/N Ratio

H. Resolution

Sensitivity

Sync. System

Gamma Correction

Video Output

Power Source

Power Consumption

Operating Temperature

Lens Mount

Lens Control

EIA CCIR

1/3̋ Sony Super HAD CCD

2:1 Interlace

410K/380K 470K/440K

59.94Hz(VD) 50Hz(VD)

1/60 ~ 1/100,000 sec 1/50 ~ 1/100,000 sec

More than 48dB

600 TV Lines(H)

0.001 Lux / F1.2

Internal

γ= 0.45

1.0 vp-p Composite(75Ω)

DC 8 ~ 18V

1.2 Watts

-10°C ~ 50°C(Humidity : 0% RH ~ 80% RH)

C/CS Mount

DC / VIDEO / E/S

Features
䤎1/3" EXview CCD
䤎High resolution of 600 TV lines
䤎C/CS Mount
䤎SLL(Super Low Luminance) 0.0001 Lux

Sensitivity without DSS or IR
䤎Applications : Military, museums, etc.

SLL (Super Low Luminance)
New innovated algorithm, SLL advances sensitivity at least 4x increased without
DSS & IR LED in the range of visible light and near infrared comparing with the
conventional EXview CCD camera.

Conventional CCD EXview HAD CCD EXview HAD CCD with SLL

Wavefrom

Br
ig
ht
ne

ss
(IR

E)

Wavefrom Wavefrom

Superior Image Resolution of 550TV LinesTest Chart

Conventional High-Resolution Camera 550TV Lines
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High Performance CCTV Series
B/W

Dimensions(unit:mm)

This compact sized camera, which
provides clear and sharp image is
specially designed for high surveillance
performance in low lux condition.

Specifications
MODEL

Image Device

Scanning System 

Effective Pixels

H. Resolution

Sensitivity

S/N Ratio

Sync. System

Gamma Correction

Video Output

Electronic Shutter

Power Supply

Power Consumption

Operating Temperature

Storage Temperature

Function options

Lens Mount

1/3”Sony Super HAD CCD

2 : 1 Interlace

EIA : 510(H)× 492(V)
CCIR : 500(H)× 582(V)

EIA : 768(H)× 494(V)
CCIR : 752(H)× 582(V)

More than 420 TV Lines More than 600TV Lines

0.05Lux@F2.0 or 0.01 Lux @ F2.0

Internal

More than 500dB

Υ = 0.45 

Composite 1 〔vp-p〕75(Ω) unbalanced
EIA : 1/60 ~ 1/100,000sec Auto, CCIR : 1/50 ~ 1/100,000sec Auto

DC12V(±10%)

180mA or less

-10°C ~ +60°C(Humidity : 10%RH~60%RH)

-20°C ~ +60°C(Humidity : 10%RH~60%RH)

KPC-310BH

1/3" Sony EXview

C/CS
f=4.0~8.0mm
Varifocal Lens 

Built-in
C/CS

f=4.0~8.0mm
Varifocal Lens 

Built-in

KPC-310BHV KPC-600BH KPC-600BHV

KPC-310BH(Std-Res) 
KPC-600BH(High-Res)

KPC-310BHV(Std-Res) 
KPC-600BHV(High-Res)

KT&C security products

KT&C a Leader of Visual Technology   www.ktnc.co.kr

DIP Switch Configurations

E/S ALC DC VIDEO

E/S ON - - -

ALS - ON ON ON

BLC ON - - ON

Key
Function



Indoor

Outdoor

High Speed Dome Camera

High 
Spee

d

Dome
 Cam

era

The KT&C High speed domes are designed to satisfy
wide range of applications such as the vast majority of
commerce, town center and profile domestic markets.
It can also offer unrivalled picture quality due to
complete sony camera module with true day-night IR
filter, 18x optical zoom and 22x optical zoom of KT&C
module camera with simple installation and operation.

Features
䤎Pan speed : 380°/sec, Tilt speed 180°/sec(on preset mode)
䤎Privacy image masking with free position : 8 zones
䤎248 preset positions            䤎8 group tours (X64 functions)
䤎4 Min. recording & play for 4 patterns  
䤎Area title : 24 area names 䤎Auto Flip Function
䤎8 Alarm input and 2 Relay output
䤎RS-422/485 (Pelco-D)
䤎AC24V/850mA (AC18V~AC30V surge protection)

KruzCam

KRUZCAM

KPT - SPD181 KPT - SPD201
CAMERA

Image Sensor
Effective Pixels
H. Resolution

Lens

View angle

Minimum Illumination

S/N ratio

1/4″EXview CCD(Sony) 1/4″Super HAD CCD(Sony)
NTSC:768x494 Approx. 380K pixels, PAL:752x582 APPROX. 440K pixels

470/460lines(NTSC/PAL) 380/480lines(Normal/High)
18X Optical Zoom with Auto Focus 22X Optical Zoom with Auto Focus

12X Digital Zoom 40X Digital Zoom
F1.4 ~ F3.0, f=3.4mm ~ 119mm F1.6 ~ F3.7, f=3.9mm ~ 85.8mm

Approx.48。(WIDE end) to 2.7。(TELE end) Approx.51.2。(WIDE end) to 2.4。(TELE end)
0.7lux(F1.4,Normal Shutter mode) 0.5lux(F1.6,Normal Shutter Mode)

0.05lux(F1.4,1/4″(NTSC) or 1/3″(PAL)) 0.001lux(F1.6, Digital Slow Shutter)
0.01lux(1/4″with IR Cut Filter Removed) -

More than 50dB More than 48dB

Specification

Electrical
Power Supply
Power Requirement
Power Consumption
Alarm Output
Alarm Intput
Control
Access Time
ID(Camera Address)
Mechanical

Weight
Pan Angle

Speed

Flip
Autoscan
Preset Position
Tour
Pattern
On-Screen Display
Environment

Operating Temperature
Operating Temperature
(Heater On)
Heater(Built in Heater)
Operating Humidity
Storage Temperature

18 to 30 VAC(24VAC nominal, built-in power-line surge)
24 VAC/VDC 850mA

Maximum 20W
2 Normal relays 24 VDC/1A Max(Selectable NC/NO)

8 Normal Dry contact(selectable NC/NO)
RS-422/485 baud rate : 2400~38400bps(default : 9600bps)

0.75 second maximum preset recall time
Physical 999, Logical 3999

Approx Indoor 1.4, Outdoor 3.8kg
360°continuous rotation

0.1°to 90°/sec.(proportional to zoom)
360°/sec. Maximum

Preset Speed : 380°/sec
Rotate 180°at bottom of tilt

16 Auto Scan include vector scan/1 Auto Pan
248 positions with camera status(16-charater title)

8 Tours
4 Patterns, 240 second

Display camera ID and area name on screen

0℃ ~ 50℃(32。F ~ 122。F)

Heater On(-40℃ ~ 50℃(-40。F ~ 122。F))

On : 5℃ /Off : 15℃(On : 41。F / Off : 59。F)
0 ~ 90%RH(non-condensing)
-20℃ ~ 60℃(4。F ~ 140。F)

Dimensions(unit:mm)

Typical System Configration

True Day & Night(ICR)

Day(Clour mode) Night(B/W mode)

248 Preset Positions

1Group

2Group

3Grup
4Group

8 Privacy Zone

Auto Flip Function

Accessaries

18X AF Optical Zoom(Up to 216X)

WTX-1200
䤎Up to 255 camera control
䤎Support multi protocol
䤎Graphic LCD monitor
䤎User password support
䤎Zoom control via joystick

IN-CEILING
MOUNT

KA-SPDIC-C

CORNER
MOUNT

KA-SPDCN

CEILING
MOUNT

KA-SPDCL

PARAPET ROOF
TOP MOUNT

KA-SPDRP

POLE  MOUNT

KA-SPDPL
70



Mini Speed Dome Camera

Mini S
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The KPT-SPD101H is a small speed dome camera
which has outstanding & variable function. It
provides a powerful zoom ratio up to 100X and it is
the best suitable surveillance system for variable
installation location such as department stores,
office buildings and galleries

Features
䤎Built in zoom Camera (Optical 10X, Digital 10X) 

with Auto ICR Day & Night
䤎0°~360° Pan Angle / 0°~95° Tilt Angle (Endless pan Rotation)
䤎255 ID and 240 Different Preset Positions
䤎4 Auto Scan (Panning) Different Mode and Speed Adjustable
䤎8 Different Tours (Dwell time adjustable)
䤎4 Alarm Inputs / 1 output
䤎12V DC power  / 24V AC option
䤎8 Privacy Zone Masking
䤎RS-485 Baud Rate : 9600(default)/2400/19200/38400

KPT-SPD101H

KPT-SPD101H

Specifications
CAMERA

Image Device

Optics
Min Focus Distance
Scanning System
Frequency
H. Resolution
S/N Ratio
Gamma Correction
Video Output Signal
Minimum Illumination
Day & Night
White Balance
Video Output
DOME

Pan Angle/Speed
Tilt Angle/Speed
Preset Speed
Preset Speed
Guard Tour
Pattern
Communication
Alarm
Auto Scan
Dome ID
Screen Display
GENERAL

Certification
Power Supply
Operating Temperature
Operating Humidity
Storage Temperature
Meterial
Color
Dimension
Weight

NTSC:1/4″InterlineTransfer CCD, 768(H)×494(V)
PAL:1/4″InterlineTransfer CCD, 752(H)×582(V)

10X, f=3.8 ~ 38.0mm(F1.8)
1,000mm

2:1 Interlace
(H)15.734KHz (V)59.94Hz (NTSC), (H)15.625KHz (V)50Hz (PAL)

500 TV Lines(Min.) : Color(Wide)/570 TV Lines(Min) : B/W(Wide)
50dB (AGC off, Weight ON)

0.45 or 1(Selectable)
VBS 1.0 V p-p Composite(75 ohm Load)

0.7 Lux/F1.8(50 IRE) : Color/0.02 Lux/F1.8(50 IRE) : B/W
Auto 1. Auto2, Color, B/W(ICR)

ATW/AWC/Manual(1800。K~10,500。K)
1.0 Vp-p Composite(75Ω)

360。Continuous Rotation, 0.1。~400。/sec
2。~95。, 0.1。~300。/sec(According to Zoom Speed)

Max. 400/sec
1~240 Preset

8 Guard Tour(Preset, Pattern, Autoscan, Tour Input)
8 Pattern, 9600sec Memory

RS-485, Baud Rate : 2400(default), 4800, 9600, 38400bps
4 Alarm Input, 1 Alarm output

8 Auto Scan
1~255 Camera ID

Camera ID, Pan/Tilt Angle Flip, Zoom

CE, FCC CLASS A 1965
AC 24V/DC 12V, 750mA
0℃~50℃(32。F~122。F)

0~90% RH(Non-Condensing)
-20℃~-60℃(-4。F~140。F)
Polycarbonate. Aluminum

Gray/Black
3.5″Clear Bubble Dome(125mmX129.4mm)

Approx. 780g

Dimensions(unit:mm)

Configurations

Performance
䤎Ultra Power Zoom with 10X optical and 10X digital Zoom

䤎Extreme low light sensitivity for clear image at night

䤎True day & night with Automatic ICR Mechanism

䤎Privacy Masking upto 8 Zone

Function

1 Serial Number
2 Pin description
3 Dip switch for protocol and band rate
4 Adress switcher
5 Alarm in/out
6 RJ䤎45 female connector

10×Optical Zoom

Conventional SPD-101H

DAY NIGHT

WTX-1200
䤎Up to 255 camera control
䤎Support multi protocol
䤎Graphic LCD monitor
䤎User password support
䤎Zoom control via joystick

䤎DSS Low light Technology

Digital Slow Shutter (DSS) is a technology that enhances
the low light performance of a camera, producing
outstanding images in low light conditions. DSS slows
the picture frame rate and increases the cameras
sensitivity

Auto Flip Function

Surfix mount Flush mount
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Egg Armored Dome Camera

Egg 
Armo

red

Dome
 Cam

era

This high performance Egg Armored Dome Camera
is specially designed for various surveillance
conditions and user friendly installation.

Above all, as the most outstanding points, wide tilt
angle adjustment up to 90。and The features of
Minute Angle Control provide clear and accurately
identified image covering even invisible area.

Those multiple and strength features are beyond
what is expected of the security market in all over
the world.

MODEL

Image Device

H. Resolution

Min.Illumination

IR LED

IP rate

Voltage

Options

1/3″Sony 1/3″Sony 1/3″Sony 1/3″Sony

550TVL 550TVL 480TVL 480TVL 380TVL 380TVL

1.0Lux/F2.0 1.0Lux/F2.0 0Lux(LED On) 0.5Lux/F2.0 0.5Lux/F2.0

- 24ea - 24ea - 24ea

IP67 IP67 IP67 IP67 IP67 IP67

DC12V DC12V DC12V DC12V DC12V DC12V

AC24V(Dual Voltage), Audio, Heater/Fan

Dimensions(unit:mm)

Comparision of Armored Dome

Egg Armored Dome

Special functions

Conventional Armored Dome

3-Axis Rotation

Easy Installation

1. Method of Angle Adjustment

① Tilt + Pan + Minute Angle Control
② Tilt + Pan + Minute Angle Control after Rotate 90°
③ Tilt + Pan + Minute Angle Control after Rotate 45°

- Pan : 360°
- Tilt : 180°
- Rotate : 90°

Vandalproof

Key features

74

Flush Mount Type Surfix Mount Type

AUDIO

Cooling

WDR

Temperature
Sensor

Inside Configuration

IR LED 22

3-Axis
Gimbal

HAETER

2. Installation of Flush Mount

① Installation of the camera with SURFACE CASE
(using M4x40) 

② Installation of the camera with SCREWS  
③ Installation of the camera with JUNCTION BOX

(hole size of ø113 70x109)

3. Installation of Surface Mount

① Installation of the camera on the wall  
② Installation of the camera on the 3/4″NPT PIPE  
③ Installation of the camera on the  JUNCTION BOX

4. Cable Locking/Sealing

Even though you pull the cable during installation.
The waterproof will be maintained by pushing the press.

TILT
(180°)

PAN
(360°)

ROTATE
(90°)

Minute
Angle
Control
(±10°)

䤎Enable to 180 °image rotation at once.
䤎Top and bottom Adjustment 

䤎Enable to adjust any direction, after installation

䤎Enable to adjust the rotation angle with manual Lever(90 °)
on the wall mounting installation

䤎Enable to adjust minute angle control.
(Rotate+Tilt+Pan+Minute Angle Control)

Safty Wire

KPC-VPDHQ
100N(P)H

KPC-IRVPDHQ
100N(P)H

KPC-VPD2W
100N(P)H

KPC-IRVPD2W
100N(P)H

KPC-VPDH1R
100N(P)N

KPC-IRVPD1R
100N(P)H

Sony Vertical
Double-Density
1/3″CCD

Sony Vertical
Double-Density
1/3″CCD

Color 0.004 Lux/F1.2
B/W 0.001 Lux/F1.2

B V1 V2 V3 V4 V5 V6 V7 V8 V9 V10Abbreviation

Type

Focal Length

Fixed DC DC DC DC D&N(ICR) D&N(ICR) DC D&N(ICR) DC D&N(ICR)

f=3.8 f=4.0~8.0 f=2.6~5.6 f=3.8~9.5 f=2.5~6.0 f=3.8~9.5 f=2.5~6.0 f=9.0~22 f=9.0~22 f=2.8~11 f=2.8~11

※KPC-VPDHQ100N(P)HV1 : Built in f=4.0~8.0mm DC Auto Iris Lens

Specifications

Lens Options

Second Video 
Connector
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KPC-ND524

Dimensions(unit:mm)

User - Friendly Pan / Tilt Control

This specially designed Night Vision
Dome camera has built-in 24 units of IR
LEDs and own particular mechanism,
manual Pan & Tilt control for easy view
finding after the installation.

Lens Options

IR Lens

Specifications

Waterproof IR LED Dome
Manual Pan & Tilt

86.1°

4.0mm

95.3°

3.7mm

IR Board LensType

Focal Length

Angle of View 50.6°

6.0mm

MODEL

Image Device

Scanning System 

Total Pixels

Effective Pixels

H. Resolution

Electronics Shutter

S/N Ratio

Gamma Correction

Sync. System

Video Output

Sensitivity

1/3̋ Sony Super HAD CCD

2 : 1 Interlace

NTSC : 811(H)× 508(V)
PAL : 795(H)× 596(V)

NTSC : 768(H)× 494(V)
PAL : 752(H)× 582(V)

NTSC : 537(H)× 505(V)
PAL : 537(H)× 597(V)

NTSC : 510(H)× 492(V)
PAL : 500(H)× 582(V)

480 TV Line 380 TV Line

NTSC : 1/60-1/100,000sec Auto PAL : 1/50-1/100,000sec Auto

More than 45dB(AGC off) More than 48dB(AGC off)

Υ = 0.45 

Internal
1.0 vp-p Composite(75Ω)

1.0 Lux @ F2.0 0.5 Lux @ F2.0

Power Supply DC12V(±10%)

Operating Temperature -10°C ~ +50°C -10°C ~ +40°C

Storage Temperature -20°C ~ +60°C -30°C ~ +70°C

Dimensions 100(mm)䦀

Lens Options Board Lens - IR 3.7 / IR 4.0mm / IR 6.0mm

KPC-ND524H KPC-ND524N

Features
䤎Manual Pan & Tilt control for easy installation - Pan 360。, Tilt 20。~ 90。
䤎Built in special IR lens for prevention the focus shifting at night view
䤎Intensified durability & Vandal proof case with Compact design
䤎Max 30m. Visible length with 24units IR LED 
䤎Weatherproof(IP66)

Waterproof IR LED Dome
Manual Pan & Tilt

Dimensions(unit:mm)

Specifications

This particularly designed Night Vision
Dome camera has built-in 24 units of
IR LEDs and Special mechanism,
EXTERNAL Zoom & Focus Adjustment
and also manual Pan & Tilt control for
easy view finding after installation.

Features
䤎1/3" Sony CCD, 550 TV lines
䤎 f=2.8~11mm / f=9.0~22mm (ICR)
䤎 IR LED: 24ea, (Max 30m)
䤎External Zoom & Focus Adjustable, IP66
䤎On Screen Display (OSD)
䤎Option : Remote Controller, EXview

KPC-ND624HN KPC-ND624HPMODEL
Signal System

Total Pixels

Effective Pixels

Image Device

Scanning System

Lens

Lens Control

Signal Process

Sync. System

Scanning Frequency

H. Resolution

S/N Ratio

Standard Illumination

Video Output

Sensitivity

IR LED

On Screen Display

Shutter Speed

Power Supply

Power Consumption

IP Rate

Operating Temperature

ANGLE
PAN

TILT

Cable

Dimensions(mm)

Weight

Options

NTSC PAL

811(H) x 508(V) 410K 795(H) x 596(V) 470K

768(H) x 494(V) 380K 752(H) x 582(V) 440K

1/3" Sony EXview CCD

2:1 Interlace

Vari-focal DC auto iris with IR cut filter removable (f=2.8~11mm, 9.0~22mm)

External knob (Zoom, Focus)

Digital Signal Process

Internal

59.94Hz(VD) 50Hz(VD)

550 TV Lines

More than 48dB

2000 Lux  (3200˚K)

1.0 Vp-p Composite (75Ω)

0.5 Lux(IRED OFF) / 0 Lux(IRED ON)

875nm  24 pcs   50m-visible/ 30m-clean

Menu Seleted by Remote Controller

1/60∼1/100,000 sec 1/50∼1/100,000 sec

AC20V~ 28V/ DC 8V∼40V

Less than 3Watts(IRED OFF)/ 6Watts(IRED ON)

IP66

-10℃ ∼ 50℃ (Humidity : 0% RH ∼ 80% RH)

360°

80°(10°~ 90°)

BNC VIDEO / DC POWER JACK/ RCA Remote Controller

150(W) X 122.5(D)

Approx. 600g

Remote Controller , EXview

KPC-ND624

IR

IR LED Beam Length

IR off IR on

Test Chart
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Mini Armored Dome Camera

Dimensions(unit:mm)

Specifications

The smallest Mini Armored dome
camera is suitable design for interior
and easy to install anywhere.

KPC-D571

Features
䤎 Interior / Mini Armored Dome Camera
䤎1/3” Sony Color Super HAD CCD
䤎480TV Line
䤎3axis Gimbals Bracket
䤎Aluminum die casting, Ø57 pc Dome Cover
䤎DC 12V, Weatherproof (IP66)
䤎Tilt : 35°~ 90°Pan : 360°
䤎Option : Mirror, Digital Day & Night, Audio

KPC-D570N / D571N KPC-D570H / D571HMODEL
Image device

Scanning system

Total pixels

Effective pixels

Sync System

H. Resolution

S/N Ratio

Sensitivity

Gamma

Video output

Electronic shutter

Power Consumption

Power supply

Operating Temperature

Storage Temperature

BLC

AGC

White balance

Mirror

Digital Day & Night

Lens Options

1/3" Super HAD CCD 1/3”Sony High Resolution Super HAD CCD

2 : 1 Interlace

NTSC :537(H) X 505(V) NTSC: 811(H) X 508(V)
PAL : 537(H) X 597(V) PAL: 795(H) X 596(V)

NTSC: 510(H) X 492(V) NTSC: 768(H) X 494(V)
PAL: 500(H) X 582(V) PAL: 752(H) X 582(V)

Internal

380TV Line / Center 480TV Line / Center

More than 45dB / AGC OFF

0.5 Lux @ F2.0 (30 IRE) 1.0 Lux @ F2.0 (50 IRE)

γ= 0.45

1.0 Vp-p Composite(75Ω)

NTSC: 1/60~1/100,000 sec NTSC: 1/60~1/100,000sec
PAL: 1/50 ~1/100,000sec PAL:1/50 ~1/100,000sec

140mA or less

DC 12V ±10% / Max 140mA

-10℃ ~ +50℃

-20℃ ~ +60℃

ON / Center

Auto

AWB

Option

Option

f=2.97, f=3.6, f=6 Board Lens

KPC-D570

Vandalproof Applications

Applications

Mini Armored Dome Camera

Dimensions(unit:mm)

Specifications

KT&C, KPC-D080 is an aesthetically
designed Mini Armored dome type
camera, which can be installed on
ceilings in anywhere.
Especially, by using the audio option
in the camera nothing can escape
user’s notice.

KPC-D080N KPC-D080HMODEL
Image Device

Scanning system

Total pixels

Effective pixels

H. Resolution

Electronic shutter

S/N ratio

Sensitivity

Gamma

Sync. System

BLC

AGC

Video output

Power supply

Lens

Options

Operating temperature

Storage temperature

1/3" Sony Super HAD CCD

2:1 Interlace

NTSC : 537(H) × 505(V) NTSC : 811(H) × 508(V)
PAL : 537(H) × 597(V) PAL : 795(H) × 596(V)

NTSC : 510(H) × 492(V) NTSC : 768(H) × 494(V)
PAL : 500(H) × 582(V) PAL : 752(H) × 582(V)

380 TV line 480 TV line

1/60 - 1/100,000 sec automatic, 1/50 - 1/100,000 sec automatic

More than 45 dB ( AGC off )

0.5 Lux / 30 IRE @ F2.0 1.0 Lux / 50 IRE @ F2.0

γ= 0.45

Internal

N/A ON / Center

N/A Auto

1 [Vp-p] Composite 75Ω unbalanced VBS

DC 12V ±10% / Max 140mA DC 12V ±10% / Max 140mA

Board Board

Audio Audio, Digital Day&Night

-10 ℃ ˜ +50 ℃

-20 ℃ ˜ +60 ℃

Features
䤎1/3” Sony Color Super HAD CCD
䤎380/480TV Lines
䤎3axis Gimbals Blacket
䤎Aluminum die casting
䤎Board Lens 
䤎DC 12V, Weatherproof (IP66)
䤎Tilt : 10°~ 90°Pan : 360°
䤎Option : Audio, Mirror mode

KPC-D080

Vandalproof
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Armored Dome Camera

80

Armored IR Dome Camera

Dimensions(unit:mm)

Dis Switch

Perfect 3 Axis

Pan Rotation

Pan Rotation Tilt Rotation Horizontal Rotation

Tilt Rotation Horizontal Rotation

Specifications
KPC-IRTVD450 KPC-TVD450CAVMODEL

Image Device

Scanning system

Total pixels

Effective pixels

Sync System

H. Resolution

Electronic shutter

Video output

IR LED

IR LED Wavelength

IR half Angle

IR LED Beam Length

Sensor ON / OFF

Power Supply

Power consumption

Lens

Gamma

S/N Ratio

Operating Temperature

Storage Temperature

Cable

1/3”Sony Super HAD CCD

2 : 1 Interlace

NTSC:811(H) x 508(V) / PAL:795(H) x 596(V)

NTSC: 768(H) x 494(V) / PAL:752(H) × 582(V)

Internal

550TV line

NTSC: 1/60 - 1/100,000 sec automatic
PAL:1/50 - 1/100,000 sec automatic

1.0 Vp-p Composite(75Ω)

18ea -

850nm -

15。Degree -

30M -

ON: 3LUX or less
-OFF: 6LUX  More than

AC24V (± 10%),Option DC 12V DC12V (± 10%)

LED ON: 5.8W or less
-LED OFF:2.5W or less

f=3.7 / 4.0 / 6.0mm IR board Lens
DC Auto Iris Varifocal
(f=3.8~9.5/f2.5~6.0mm)

γ=0.45

More than 45dB (AGC off)

-40℃ ~ +50℃

-20℃ ~ +60℃

BNC & DC Shield CABLE, Video CABLE

KPC-TVD450

KPC-IRTVD450

Features
䤎1/3” Sony Super HAD CCD 
䤎Vandalproof IR Lens with 550TV Line
䤎18 IR LED & CDS sensor
䤎Built-in Extra Video Output
䤎Dip Swich(BLC,ATW,ES/ALC,

FLICKERLESS, AGC)
䤎Weatherproof(IP66)

Second Video connector & Dip switches
Installation is made simple by the adjustable DC Volume
and Dip Switches.
The Service Video Connector also provides the installer
with an easy way of configuring the camera.

Dimensions(unit:mm)

Vandalproof
Perfect 3 Axis

Bracket Option

Specifications

With auto switching IR cut filter,
this high-resolution Armored Dome
Camera brings true color during the
day and excellent IR sensitivity at
night.

KPC-VPD470CAV

Features
䤎Vandal Resistance unbreakable  

polycarbonate dome case
䤎Weather Proof(IP66)
䤎Dual Mounting(Surfix and Flush)
䤎Multi-angle adjustment feature
䤎Security Screw Applied
䤎Options : Day & Night(ICR), DC 12/AC24  

dual voltiage

MODEL

Image Device  

Scanning System 

Total Pixels

Effective Pixels

H. Resolution

Sensitivity

S/N Ratio

Gamma Correction

Video Output

Electronic Shutter

Operating Temperature

1/3̋ Sony Super HAD CCD

2 : 1 Interlace

NTSC : 811(H)× 508(V) / PAL : 795(H) × 596(V)

NTSC :768(H)× 494(V) / PAL : 752(H) × 582(V)
550 TV Lines

1.0Lux / F2.0

More than 45dB(AGC off)

Υ = 0.45 

1.0 Vp-p Composite(75Ω)

NTSC : 1/60-1/100,000sec, PAL : 1/50-1/100,000sec

-10°C ~ +50°C(Humidity : 10%RH~60%RH)
Storage Temperature

Lens Options

-20°C ~ +60°C(Humidity : 10%RH~60%RH)

KPC-VPD470CAV1 f=4080DC
KPC-VPD470CAV2 f=2656DC
KPC-VPD470CAV3 f=3895DC
KPC-VPD470CAV4 f=2560DC
KPC-VPD470CAV5 f=3895DN
KPC-VPD470CAV6 f=2560DN
KPC-VPD470CAV7 f=9022DC

KPC-VPD470 Series

Vandalproof

KA-VPD10/VPD20

Superior Image Resolution of 550TV Lines

Conventional High-Resolution Camera 550TV Lines

Test Chart Superior Image Resolution of 550TV Lines

Conventional High-Resolution Camera 550TV Lines

Test Chart
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Armored IR Dome Camera

Dimensions(unit:mm) True Picture at Day & Night

Specifications

This day/night Dome camera with
18 IR LED brings true color during
the day and excellent IR sensitivity
at night.

Image Device

Scanning System 

Total Pixels

Effective Pixels

Sync. System

H. Resolution

S/N Ratio

Gamma Correction

Video Output

Electronic Shutter

Power Supply

Power Consumption

Operating Temperature

Storage Temperature

IR LED

IR LED Wavelength

IR LED Half Angle

IR LED on/off

1/3”Sony Super HAD CCD

2 : 1 Interlace

NTSC (EIA) : 811(H) × 508(V) 410K / PAL (CCIR) : 795(H) × 596(V) 470K
NTSC (EIA) : 768(H) × 494(V) 380K / PAL (CCIR) : 752(H) × 582(V) 440K

Internal

More than 45dB(AGC off)

380 TV Lines (Std-Res) / 550 TV Lines(High-Res)

Υ = 0.45 

1.0 Vp-p Composite(75Ω)

NTSC (EIA) : 1/60 ~ 1/100,000sec Auto
PAL (CCIR) : 1/50 ~ 1/100,000sec Auto

DC12V(±10%)

150mA(IR LED off)~460mA(IR LED on)

-10°C ~ +45°C(Humidity : 10%RH~60%RH)

-20°C ~ +60°C(Humidity : 10%RH~60%RH)

18 unit High Density IR LED up to 30m

850nm
±15 degree

On/Off detection range of automatic Photo Cell

Operating Lux IR LED On : 1Lux~5Lux / IR LED Off : 20Lux~25Lux

Sensitivity 1.0Lux/F2.0(IR LED Off) / 0Lux(IR LED On)

100(mm)䦀

f 4.0 ~ 8.0mm auto iris varifocal lens

Dimensions

Lens

KPC-IRVPD470CAVMODEL

Day Mode Night Mode

KPC-IRVPD470CAV
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Armored WDR Dome Camera

KPC-WDR470CAV

Day Time

Night Time(Image of IR Cut Filter ON/OFF)

Specifications

WDR allows every detail to be captured
accurately even if one portion is bright while
other portions are dark (the difference of two
portions could be more than 64 times). 

How WDR makes better image? 

NORMAL BLC WDR

WDR enables this camera to provide extremely
clear image and D/N function makes the image
remain superior any time of day, regardless
whether it’s daytime or night time. 
Also, user can control the camera setting through
OSD according to their needs.

Image Device

Scanning System 

Total Pixels

Effective Pixels

H. Resolution

Electronic Shutter

S/N Ratio

Gamma Correction

Sync. System

Min. Ilumination

AGC

White Balance

Day & Night, IR Remove

WDR, Flickerless

Image Effect

Color Adjustment

Baud Rate

Camera ID

Sony Vertical Double-Density Interline 1/3" Sony CCD

2 : 1 Interlace

NTSC (EIA) : 811(H) × 508(V) / PAL (CCIR) : 795(H) × 596(V)
NTSC (EIA) : 768(H) × 494(V) / PAL (CCIR) : 752(H) × 582(V)

480 TV Lines

More than 50dB(AGC off)

NTSC : 1/60 ~ 1/100,000sec, PAL : 1/50 ~ 1/100,000sec

Υ = 0.45 

Internal / Line-Lock(AC 24V Only)

Color : 0.004Lux, B/W : 0.001 Lux / AGC TYP, DSS 40X
Max / Typ / Min

ATW / PUSH / USER

OFF / ON(Video, TPS Sensor)

OFF / ON

B/W, H/V Mirror, Sharpness, Freeze

R-Y Gain, B-Y Gain, R-Y Hue, B-Y Hue

2400 / 4800 / 9600 / 19200 bps
0 ~ 255

Sensitivity 1.0Lux / F2.0(IR LED Off) / 0Lux(IR LED On)

Character Generator 10 Alphanumeric Character

DC12V / Max 280mA, AC24V / Max 4.2W

f3.8~9.5 Aspheric Verifocal Lens

Power Supply

Lens

KPC-WDR470CAVMODEL

Features
䤎SONY Vertical Double-Density interline 

1/3 inch CCD
䤎480TV Lines
䤎WDR(Wide Dynamic Range) OSD Function
䤎Digital Slow Shutter, Manual Shutter
䤎Privacy Zone
䤎Dual Voltage Use DC12V/AC24V(Line-Lock)
⇨ Option

䤎RS-232C Interface  䤎A/D key ⇨ Option

Pan Rotation Tilt Rotation Horizontal Rotation

Dimensions(unit:mm)

Bracket Options

Control Function OSD Functions

KA-VPD10/VPD20

Bracket Options

KA-VPD10/VPD20

Vandalproof

Vandalproof

Superior Image Resolution of 550TV Lines

Conventional High-Resolution Camera 550TV Lines

Test Chart

Perfect 3 Axis

Pan Rotation Tilt Rotation Horizontal Rotation

Perfect 3 Axis

All functions can be controlled easily by
pressing the button of the OSD menu
key of the camera.

IR LED Beam Length
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High Performance Dome Series

84

Armored Dome Camera

KPC-S520DC(80䦀)

KPC-S510DC(100䦀)

KPC-S550DCAI(120䦀)

MODEL

Image Device  

Scanning System 

Total Pixels

Effective Pixels

Sync System

H. Resolution

S/N Ratio

Sensitivity

Gamma Correction

Video Output

Electronic Shutter

Power Supply

Power Consumption

Operating Temperature

Storage Temperature

1/3”Sony Super HAD CCD

2 : 1 Interlace

NTSC - 537(H)× 505(V) 270K / PAL - 537(H) × 597(V) 320K

NTSC - 510(H)× 492(V) 250K / PAL - 500(H) × 582(V) 270K
Internal

380 TV Lines(550TVL)

More than 45dB(AGC off)

0.5Lux / F 2.0(1.0Lux / F 2.0)

Υ = 0.45 

1.0 Vp-p Composite(75Ω)

NTSC : 1/60-1/100,000sec, PAL : 1/50-1/100,000sec

DC 12V(±10%)
100mA or less

-10°C ~ +50°C(Humidity : 10%RH~60%RH)

-20°C ~ +60°C(Humidity : 10%RH~60%RH)

KPC-S520DC KPC-S510DC KPC-S550DCAI

Dimension 80(mm)䦀 100(mm)䦀 120(mm)䦀

Dimensions(unit:mm)

Bracket Option

Specifications

Lens options

80
100

120

67
67

74
22

.5

89
27

.5

BNC(RCA) FEMALE
VIDEO

KPC-S550DCAIKPC-S510DCKPC-S520DC

VIDEO IN

DC 12V/300mA REGULATED
POWER SUPPLY

○

Board Lens Varifocal Lens
Model 

KPC-S520DC

○KPC-S510DC

○KPC-S550DC

䤋All models are available in Monochrome and Hi-Res.

1/3”Sony Super HAD CCD

CCD

Monochrome Dome Camera

Model 

KPC-S520D
1/3”Sony Super HAD CCDKPC-S510D

1/3”Sony Super HAD CCDKPC-S550D

80(mm)䦀

SIZE

100(mm)䦀

120(mm)䦀

f=3.6mm(92。) f=6mm(53。) f=4~8 Fixed Iris f=4~8 Auto Iris f=3.8~9.5 Auto Iris

○

○

○ ○ ○ ○(Aspheric)

Specifications

Options
䤎EXview CCD
䤎High-Res.

KPC-VPDR80N(P)NB

Dimensions(unit:mm)

MODEL

Image Device  

Scanning System 

Scanning Frequency(H)

Scanning Frequency(V)

Total Pixels

Effective Pixels

Sync. System

H. Resolution

S/N Ratio

Gamma Correction

Video Output

Electronic Shutter

Power Supply

Power Consumption

Operating Temperature

1/3”Sony Super HAD CCD

2 : 1 Interlace

NTSC (EIA) : 15.734KHz / PAL (CCIR) : 15.625 KHz

NTSC (EIA) : 59.94Hz / PAL (CCIR) : 50Hz
NTSC (EIA) : 811(H) × 508(V) 410K / PAL (CCIR) : 795(H) × 596(V) 470K

NTSC (EIA) : 768(H) × 494(V) 380K / PAL (CCIR) : 752(H) × 582(V) 440K

Internal

550 TV Lines(380 TV Lines)

More than 48dB(AGC off)

Υ = 0.45

1.0 Vp-p Composite(75Ω)

NTSC (EIA) : 1/60 ~ 1/100,000sec Auto
PAL (CCIR) : 1/50 ~ 1/100,000sec Auto

DC12V(±10%)

140mA or less

-10°C ~ +50°C(Humidity : 10%RH~60%RH)

KPC-VPDR80N(P)NB

Storage  Temperature

Board Lens

Varifocal Lens

-20°C ~ +60°C(Humidity : 10%RH~60%RH)

f=3.6mm, f=6.0mm, f=8.0mm board lens

f=4.0~8.0mm, f=3.8~9.5mm

This attractive compact-sized (80Ø)
Armored Dome Camera is specially
designed for both exterior and
interior, which is built-in 3 Axis
Gimbal Bracket.

Options

3-Axis Rotation

䤎EXview
䤎Digital Day&night
䤎Mirror

Superior Image Resolution of 550TV Lines

Conventional High-Resolution Camera 550TV Lines

- Pan : 170°- Tilt : 10°~90°- Rotate : 360°

Test Chart

Waterproof(IP67)Vandalproof
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Wide Angle Aluminum Dome Camera

86

Aluminum IR LED Dome Camera

Dimensions(unit:mm)

Wide angle(170。) dome camera
allow users to have the clearer and
more detailed image and it can be a
better solution for installation at
the front door, elevator and
entrance hall.

Specifications

KPC-DW955

Lobby The Front Door

Dimensions(unit:mm)

Applications

Specifications
MODEL

Image Device  

Scanning System 

Total Pixels

Effective Pixels

S/N Ratio

Sync. System

H. Resolution

Sensitivity

Gamma Correction

Video Output

Electronic Shutter

Power Supply

Power Consumption

1/3”Sony Super HAD CCD

2 : 1 Interlace

NTSC : 537(H)× 505(V) 270K / PAL : 537(H) × 597(V) 320K

NTSC : 510(H)× 492(V) 250K / PAL : 500(H) × 582(V) 270K
More than 50dB

Internal

More than 380 TV Lines

0.5Lux / F 2.0

Υ = 0.45

1.0 Vp-p Composite(75Ω)

NTSC : 1/60 ~ 1/100,000sec Auto, PAL : 1/50 ~ 1/100,000sec Auto
DC12V(±10%)

250mA or less

KPC-DW955

Operating Temperature -10°C ~ +50°C

Storage Temperature -20°C ~ +60°C

Lens Wide angled board type lens(f 1.78mm, 170°)

Options
䤎EXview CCD available
䤎Surfix mount
䤎RS-485 interface(Pelco-D)
䤎Remote Controller(1M or 35M)
䤎Interior Coordinated Design

Lens options 

KPC-D950

130°

6mm

53°

2.97mm

92°

8mm

40°

3.6mm

Normal Board LensType

Focal Length

Angle of View

86.1°
4.0mm

50.6°
6.0mm

95.3°
3.7mm

IR Board LensType

Focal Length
Angle of View

MODEL

Image Device  

Scanning System 

Scanning Frequency(H)

Scanning Frequency(V)

Total Pixels

Effective Pixels

Sync. System

H. Resolution

S/N Ratio

Gamma Correction

Video Output

Electronic Shutter

Power Supply

Power Consumption

Operating Temperature

1/3”Sony Super HAD CCD

2 : 1 Interlace

NTSC (EIA) : 15.734KHz / PAL (CCIR) : 15.625 KHz

NTSC (EIA) : 59.94Hz / PAL (CCIR) : 50Hz
NTSC (EIA) : 811(H) × 508(V) 410K / PAL (CCIR) : 795(H) × 596(V) 470K

NTSC (EIA) : 768(H) × 494(V) 380K / PAL (CCIR) : 752(H) × 582(V) 440K

Internal

380 TV Lines(Std-Res) / 520 TV Lines(High-Res)

More than 50dB(AGC off)

Υ = 0.45

1.0 Vp-p Composite(75Ω)

NTSC (EIA) : 1/60 ~ 1/100,000sec Auto
PAL (CCIR) : 1/50 ~ 1/100,000sec Auto

DC12V(±10%)

250mA or less(IR LED on)

-10°C ~ +50°C(Humidity : 10%RH~60%RH)

KPC-D950

Storage Temperature -20°C ~ +60°C(Humidity : 10%RH~60%RH)

True Picture at Day & Night IR Lens

Features
䤎Attractive Aluminum LED Dome Camera
䤎IR Reflection Free(IRF)
䤎Manual Panning range at 0。~ 360。/ Tilting range at 0。~70。
䤎12LED & Photo Cell Built in(15 meter Beam Length)

Day Mode Night Mode
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Covert Pinhole Dome

The World's smallest Armored Aluminum
dome camera which is a suitable design
for Interior use.

KPC-E600 / KPC-E800

KPC-S600D / KPC-S800DC

KPC-S601D / KPC-S801DC

Specifications

B/W COLOUR

KPC-E600
MODEL

Image Device

Scanning System 

Total Pixels

Effective Pixels

Sync. System

H. Resolution

Sensitivity

S/N Ratio

Power Consumption

Video Output

Electronic Shutter

Gamma Correction

Power Supply

Operating Temperature

Storage Temperature

Lens

Applications

1/3”Sony Super HAD CCD

2 : 1 Interlace
NTSC (EIA) : 537(H) × 505(V) 270K / PAL (CCIR) : 537(H) × 597(V) 320K

Internal

NTSC (EIA) : 510(H) × 492(V) 250K / PAL (CCIR) : 500(H) × 582(V) 270K

More than 420 TV Lines More than 380 TV Lines

0.05Lux / F2.0 0.5Lux / F2.0

More than 50dB More than 45dB

100mA or less 180mA or less
1.0 Vp-p Composite(75Ω)

NTSC (EIA) : 1/60 ~ 1/100,000sec Auto, PAL (CCIR) : 1/50 ~ 1/100,000sec Auto

Υ = 0.45 

DC12V(±10%)

-10°C ~ +50°C(Humidity : 10%RH~60%RH)

-20°C ~ +60°C(Humidity : 10%RH~60%RH)

f=3.7mm(90°) Cone Pinhole

Any
Applications Surfix Mount Flush Mount Any

Applications Surfix Mount Flush Mount

KPC-S600D KPC-S601D KPC-E800 KPC-S800DC KPC-S801DC

Dimensions(unit:mm)
KT&C security products

KT&C a Leader of Visual Technology   www.ktnc.co.kr
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COLOR MEGA PIXEL CCD ZOOM CAMERA 
IEEE1394 INTERFACE

Specifications

KPC-USB700 / ACE-USB700 KPC-USB230MODEL
Image Sensor

Total/Effective Pixels

Lens

Scanning System

Max. Frame Transfer Rate
Single

Multi

Exposure

Camera Control
White Balance

Picture

Miscellaneous

Sensitivity

Video Output Resolution

S/N Ratio

Interface type

Supporting OSs

Operating Temp.

Storage Temp.

USB Cable

1/4" Progressive Scan Color CCD

350K / 330K

Fixed Lens f=2.1, 3.0, 3.6㎜

Progressive Scan

VGA 15fps, CIF 30 fps

VGA 5fps, CIF 20 fps

Auto / Manual(Shutter Speed & AGC Control)

Auto / Fixed / Indoor / Initial / Outdoor

Brightness / Contrast / Gamma / Saturation

BW Image / Mirror / Flip / Back Light / Flickerless

1.0 Lux

VGA(640X480), CiF(352X288), SiF(320X240), QSiF(176X144,), QCiF(160x120)

More than 48dB

USB format(Complies with USB 1.1)

Win98 / ME / 2000 Pro & Server / XP Home & Pro

0℃∼40℃ (Humidity : 0% RH∼80% RH)

-20℃∼60℃ (Humidity : 0% RH∼85% RH)

2.0m (*Option 5.0m)

Fixed f=3.6mm, Pinhole f=3.7㎜

PIN Signal Name
1 VCC
2 - DATA
3 +DATA
4 GND
5 GND(Shield)

Features
䤎1/4" Progressive Color CCD(SONY)
䤎Single Operation : VGA 15 fps, CIF 30 fps
䤎Multi(2 Set) Operation : VGA 5 fps, CIF 20 fps
䤎USB 1.1 Interface 
䤎Applications : ATM Machine, Kiosk, Skin Analysis Device

Specifications

KPC-Z400FC KPC-Z410FCMODEL
Signal System

Total/Effective Pixels

Image Sensor

Lens

Scanning System

Sync. System

Focus

White Balance

S/N Ratio

Digital Video Output

Data Interface

Exposure

COMM

Control Trigger

Strobe

Power Source

Power Consumption

Operating Temp.

Storage Temp.

Dimensions(mm)

Weight

Color Progressive

0.85M / 0.8M (1,077X788 / 1,034X779)

1/3" Square Pixel CCD

14X Optical Zoom, F1.5~2.2, f=4.8~67.2mm

Progressive Scan

Internal

One Push / Zoom Trigger / Manual / Pre-set

Auto / One Push / Manual / Pre-set

More than 50dB

15 frames/sec

IEEE1394 (Built-In) One Coaxial Cable + IEEE1394 (Converter)

Auto

IEEE1394 / RS-232C

External Random Trigger (Normally Open)

Active Close Contact (Normally Open)

DC 10V∼20V DC 13V∼23V (Cable 100M)

Less than 5.4 Watts

-20℃∼75℃ (Humidity : 0% RH∼85% RH)

-20℃∼75℃ (Humidity : 0% RH∼85% RH)

56.6(W) X 61(H) X 104(D)

340g

Features
䤎1/3"  Progressive 0.85M Color CCD (SONY)
䤎14X Optical Zoom Lens
䤎IEEE1394 Interface
䤎One Coaxial Cable External Interface

- Long Distance (Z410FC)
- Power Supply & Trigger
- Digital Data & Communication

KPC-USB700

KPC-Z400FC
KPC-Z410FC

- KPC-Z400FC - - KPC-Z410FC -

- 1394 Converter -

1394 Converter

KPC-USB230
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Lenses

WTX-2000
䤎Up to 255 cameras control
䤎Support multi protocol
䤎Preset position control
䤎Graphic LCD monitor
䤎User password support 
䤎Zoom control via joystick 

KPC-150PA(B/W)
䤎Ballpen Type Camera
䤎Super Grade 1/3" B/W CCD  
䤎0.05Lux @ F2.0
䤎420TV Lines
䤎Built-in : Audio

Wireless System
䤎Video & Audio 

Transmitter Device
䤎Transmitter W/Nickle 

Plated battery
(Operating hours : 90Minuate)

䤎Transmitter Range : 
150M or Above

䤎Frequency : 2.4GHz

KA-CB11
䤎Waterproof Cable
䤎Option : 

extension cable 15M/30M/45M
䤎Applied model : 

KT&C Night Vision Camera
(KPC-N600H, KPC-S53CNV,
KPC-S35CNV)

䤎Standard length : 1M80Cm

KPM-56LCM
䤎5.6" Colour TFT LCD Monitor
䤎3 Way Power Sources

- AC Adaptor
- Car Battery
- Dry Battery Pack

䤎Power : DC 12V

WTX-1200
䤎Up to 255 camera control
䤎Support multi protocol
䤎Graphic LCD monitor
䤎User password support
䤎Zoom control via joystick

KA-036IR
䤎36x IR LEDS Illuminator
䤎waterproof(IP67)
䤎850nm IR LED
䤎on/off detection range of 

automatic CdS sensor
䤎Max. 50M LED Beam Length

KA-P24A
䤎Input Voltage : AC24V 
䤎Output Voltage : DC12V
䤎Output Current : 0.15A
䤎Output Voltage Range : 

+11.4V~+12.6V
䤎Rating Frequency : 50Hz~60Hz
䤎Operating Temperature : 

-10°C~+50°C

KPA-1
䤎Audio Cable
䤎45dB
䤎Mic Dimension : 

8mm(䦀)×12mm(H)

KA-SB500

Board/Pinhole(Board Mount)

KLB-0245 KLB-0297 KLB-0360 KLB-0430 KLB-0600 KLB-0800 KLB-1200

MODEL

Focal Length

Format

Back Focal Length

Aperture

Angle of View

Lens Contruction

Dimension

150。, 110。

F2

5.52

2.45

1/3" 1/4" 

6-6

17 × 19

130。, 95。

F2

6.1

2.97

1/3" 1/4" 

4-4

14.8 × 15

92。, 73。

F2

5.96

3.6

1/3" 1/4" 

4-4

14 × 15.2

78。, 61。

F2

6.3

4.3

1/3" 1/4" 

4-4

14 × 16

53。, 38。

F2

6.4

6

1/3" 1/4" 

4-4

14 × 13.7

40。, 30。

F2

8.5

8

1/3" 1/4" 

4-4

14 × 14

28。, 19。

F2

9.2

12

1/3" 1/4" 

3-3

14 × 11.3

KLB-1600 KLB-2500 KLB-5000 KLB-IR0370 KLB-IR0400 KLB-IR0600 KLB-IR0800

MODEL

Focal Length

Format

Back Focal Length

Aperture

Angle of View

Lens Contruction

Dimension

19。, 15。

F2.5
11.5

16

1/3" 1/4" 

3-3

14 × 14.4

13.8。

F2.5
11.9

25

1/3" 1/4" 

4-4

25 × 23.5

9.2。

F2.5
33.78

50

1/2"

4-4

27 × 57

95.3。(1/3"), 69.4。(1/4")

F2.0
5.73

3.7

1/3" 1/4" 

4-4

14 × 14.7

86.1。(1/3"), 63.5。(1/4")

F2
6.167

4.0

1/3" 1/4" 

4-4

14 × 13.84

50.6。(1/3"), 38.5。(1/4")

F2.5
8.29

6.48

1/3" 1/4" 

4-4

14 × 15.27

42.8。(1/3"), 31.0。(1/4")

F1.8
5.31

8.03

1/3" 1/4" 

5-6

14 × 17.66

KLB-0178 KLB-0340 KLB-0370 KLB-50KLP1 KLP3 KLP4

MODEL

Focal Length

Format

Back Focal Length

Aperture

Angle of View

Lens Contruction

Dimension

170。

F3.0

6.79

1.78

1/3"

8-8
31 × 24.66

117。

F3.5

3.4

3.4

1/3"

1-1
12 × 4.3

90。

F2.0

3.3

3.7

1/3"

4-4
12 × 7.3

70。

F3.5

5.5

5

1/3"

1-1
12 × 4.3

90。

F2

3.3

3.7

1/3"

4-4
12 × 7.3

90。

F2

3.3

3.7

1/3"

4-4
12 × 7.3

78。

F2

3.51

4.3

1/3"

4-4
12 × 7.3

KA-SB1500KA-SB1100

Special Products

Standing Bracket

KA-SB730

KA-SB970



95

Stand-alone DVR

94

Lenses

Varifocal Lens(CS Mount)

Varifocal Lens(Board Mount)

Board Lens(C/CS Mount)

KLV-2812MKLV-2812D KLV-3080MKLV-3080D KLV-3080V KLV-5050MKLV-5050D

MODEL

Focal Length

Format

Back Focal Length

Iris Type

Aperture

Dimension(䦀×L)mm

F1.4-Close

Manual

9.75-20.46

2.8-12

1/3" 1/4" 

6-6

F1.4-360

Direct Drive

9.75-20.46

2.8-12

1/3" 1/4" 

44 × 65

F1.4-Close

Manual

8.7-14.37

3.0-8.0

1/3" 1/4" 

44 × 65

F1.4-360

Direct Drive

8.7-14.37

3.0-8.0

1/3" 1/4" 

44 × 65

F1.4-360

Video Drive

8.7-14.37

30-8.0

1/3" 1/4" 

44 × 65

F1.4-Close

Manual

9.8-11.7

5-50

1/4" 

44 × 65

F1.4-360

Direct Drive

9.8-11.7

5-50

1/4" 

44 × 65

KLC-0400CC KLC-0800CC

MODEL

Focal Length

Format

Back Focal Length

Iris Type

Aperture

Dimension(䦀×L)mm

F2.0
-

6.34

4.0

1/3"

30.5 × 20.5

KLC-0600CC

2
-

6.37

6.0

1/3"

30.5 × 19.5

KLC-0360CC

F2.0
-

5.7

3.6

1/3"

-

F2.0
-

8.5

8.0

1/3"

30.5 × 19.5

KLC-1200CC

2
-

9.2

12.0

1/3"

30.5 × 17

KLC-1600CC

2
-

11.5

16.0

1/3"

30.5 × 17.2

KLC-IR0370CC

2
-

5.73

3.7

1/3"

30.5 × 18.67

KLV-9022D KLV-9022DNKLV-4090DKLV-2656D KLV-2811DKLV-4090DN KLV-2811DN

MODEL

Focal Length

Format

Back Focal Length

Iris Type

Aperture

Dimension(䦀×L)mm

F1.6-360
Direct Drive

6.71-14.5

9.0-22.0

1/3" 1/4" 

24.6 × 40.5

F1.6-360
IR Cut Filter/Auto

6.71-14.54

9.0-22.0

1/3" 1/4" 

24.8 × 40.5

F1.6-360
Direct Drive

6.1-9.9

4.0-98.0

1/3" 1/4" 

29 × 38

F2.0-360
Direct Drive

6.7-10.5

2.6-5.6

1/3" 1/4" 

34.4 × 61

F1.4-360
Direct Drive

5.94-16.69

2.8-10.8

1/3" 1/4" 

29 × 41.52

F1.6-200
IR Cut Filter/Auto

6.75-11.96

4.0-9.0

1/3" 1/4" 

34.4 × 61

F1.4-360
IR Cut Filter/Auto

5.94-16.69

2.8-10.8

1/3" 1/4" 

29 × 41.52

Compression

Signal Format

Video Input

Video Output

Loop Output

Spot Output

SVHS Output

VGA Output

Display Resolution

Recording Resolution

Recording MAX Frame Rate

Playback MAX Frame Rate

Audio Input

Audio Output

Ethernet

PTZ Control

Alarm Input

Alarm Output

USB Port

Recording Qualities

Recording Modes

Pre-Alarm Recording

Motion Detection

Playback Speed

Archive File Format

NTP Server

GMT Time Zone

Auto DST

Multi Language

Operating System

OS Firmware

Emergency Recording Key

Primary Storage

Clip Copy Storage

Dimension(WxHxD)

Operating Temperature

Operating Humidity

Power Adapter

Power Consumption

Agency Approval

KVR-0424 KVR-0824 KVR-1648

Advanced MPEG4 ASP
NTSC or PAL (Auto Selected)

Composite 4 BNC Inputs Composite 8 BNC Inputs Composite 16 BNC Inputs
Composite : 1 (1Vp-p, 75 Ohm)

4 BNC Looping Outputs 8 BNC Looping Outputs 16 BNC Looping Outputs
1 BNC 3 BNC

1 (SVHS)
1 (VGA - 1024 x 768 @ 60Hz, True XGA Resolution)

704 x 480, 704 x 240, 352 x 240 (NTSC) / 704 x 576, 704 x 288, 352 x 288 (PAL)
704 x 480, 704 x 240, 352 x 240 (NTSC) / 704 x 576, 704 x 288, 352 x 288 (PAL)

704 x 240 : 120FPS (NTSC) 352 x 240 : 240FPS (NTSC) 352 x 240 : 480FPS (NTSC)
704 x 288 : 100FPS (PAL) 352 x 288 : 200FPS (PAL) 352 x 288 : 400FPS (PAL)
704 x 240 : 120FPS (NTSC) 352 x 240 : 240FPS (NTSC) 352 x 240 : 240FPS (NTSC)
704 x 288 : 100FPS (PAL) 352 x 288 : 200FPS (PAL) 352 x 288 : 200FPS (PAL)

4 Inputs (RCA Jack) 8 Inputs (RCA Jack)
1 Output (RCA Jack)

10 / 100Mbps Ethernet (RJ-45)
RS-485/422 Serial Port 1 (Terminal Block)

4 (TTL) Programmable as NC/NO 16 (TTL) Programmable as NC/NO
4 (TTL) Programmable as NC/NO 16 (TTL) Programmable as NC/NO

4 x USB (2 x Front Panel, 2 x Rear Panel)
Super / High / Standard

Schedule / Alarm / Motion / Emergency
up to 3 Hours / User Programmable

Yes (22 X 15)
X1, X2, X4, X8, X16, X32, X64, Extreme
EXE(Video Clip) / JPEG(Still Image)

Yes
Yes
Yes

English / Danish / Chinese(Traditional) / Japanese / Korean / Italian / Polish / Russian / Chinese(Simplified)
Embedded Linux

Linux OS in Flash Memory
Yes

EIDE Hard Disk Drive (up to 2) EIDE Hard Disk Drive (up to 4+0 or 3+1)
Built-in Internal CD-RW or DVD/CD-RW Driver, Via USB HDD, Memory Stick
350mm x 65mm x 380mm 430mm x 88mm x 400mm

13.78inch x 2.56inch x 14.96inch 16.93inch x 3.46inch x 15.75inch
5°C~40°C / 41°F~104°F

0% ~ 90%
Free Voltage 12VDC, 5A 100 to 240 VAC, 1/2A, 50~60Hz

Max 40W Max 90W
FCC / CE / PSE FCC / CE / UL / PSE

Specifications

4.8.16CH Pentaplex DVR
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Stand-alone DVR

䤎Cost-Effective Digital Video Recorder  
䤎Upgraded M-JPEG Compression
䤎Recording mode(continuous,motion,sensor,schedule)  
䤎Motion detection (24ea division)
䤎Search mode(time,event)
䤎Powerful playback 

(REW : 128x, 64x, 32x, 16x, 8x, 4x.  FF : 4x, 8x, 16x, 32x, 64x, 128x. 
Slow play : 1/2x, 1/4x, 1/8x. One frame play.)

䤎Support up to 2HDDs without capacity limit ( up to 2 Tera Bytes) 
䤎PELCO-D protocol, RS485
䤎Remote monitoring and control by PC Client program

Features

Real-time OS

Upgraded Motion JPEG 
4 CH or 8 CH / 2 outputs
640 * 448 Pixels

640 * 544 Pixels
640 * 224 Pixels
640 * 272 Pixels
120 fps(4CH) / 240 fps(8CH)

100 fps(4CH) / 200 fps(8CH)
Max. 60 frame
Max. 50 frame

Each/Quad/9-split (only 8CH)
Continuous/motion/sensor/schedule
4 levels motion sensitivity
mouse drag or key

4 CH Input / 1 CH Output
Play/FF/REW
HDD * 2 (up to 2 Tera Bytes)
Protocol : Pelco-D, RS485

Yes
4 CH Input / 1 CH Output  
Dynamic IP, Static IP, LAN 

DC 12V, 5A
5~40 ℃ / 20~80% RH

KVR-B004 Series
Cost effective 4CH or 8CH DVR
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Video Server

Item

System

Video

Network

Alarm

Power

Mechanical

KW-S01

OS Embedded

Flash Memory 16MB

Main Memory 32MB
Video input 1CH(BNC)

Loop through 1CH

CPU 32bit RISC Embedded Processor

Audio 1CH(Bi-directional audio communication)

Compression MPEG 4 for Video, ADPCM for Audio

Frame Rate Max. 30 frame/sec(NTSC), Max. 25 frame/sec(PAL)

Resolution NTSC : 720 × 480, 640 × 480, 320 × 240 / PAL : 720 × 576, 704 × 576, 352 × 288
Ethernet 10M/100M Ethernet

Protocol TCP/IP, ICMP, UDP, IGMP, DHCP, HTTP, FTP, SMTP, PPPoE

P/T/Z control Remote P/T/Z control through RS-232C & RS-422 interface

Input/Output 1CH(RCA) / 1CH(speaker)  
䤎Motion detected alarm 䤎Sensor triggered 䤎Event triggered or periodic data transmission to E-mail

Power Supply DC 12V, 1A

Dimension 210mm(W) × 120mm(D) × 50mm(H)

䤎Integration with any existing analogue CCTV camera for 
Remote surveillance.

䤎Remote monitoring such as plant, oil refinery, warehouse, 
kindergarten, office traffic Information System and so forth.

䤎The Highest video and audio compression ( MPEG-4,ADPCM)
䤎Synchronized 1CH audio & video data transmission
䤎Integrated Bi-directional audio support
䤎RS232C and RS422 port support for P/T/Z control over Network
䤎Motion Detection
䤎Max.100 simultaneous Users support
䤎User-friendly installation and easy remote management

Features

Specifications

Applications

Network Diagram Main Display

KW-S01
OptiNet, MPEG-4 Audio/Video Server digitizes analog video signals and sends digital images directly over an IP
network, such as a LAN, Cable modem, xDSL. It eventually enables users to view live images using a web
browser or application software at any time from anywhere.

All Rights Reserved by KT&C

䤎Cost-Effective Digital Video Recorder
䤎Compression : M-JPEG 
䤎Transmission : MPEG4
䤎NTSC - Quad : 120fps/60fps( 4 or 8 CH)

Each : 30fps/15fps(4CH) / 7.5fps (8CH)
䤎PAL - Quad : 100fps/50fps( 4 or 8 CH)

Each : 25fps/12.5fps(4CH) / 6.25fps (8CH)
䤎USB, VGA Default
䤎 Mouse Support
䤎1CH Audio input
䤎Option : CDRW

Features

Item

OS

Compression Format

Video IN/OUT

Monitoring resolution NTSC

PAL

Recording resolution NTSC

PAL

Display Frame rate NTSC

PAL

Recording Frame rate NTSC

PAL

Display Mode

Recording Mode

Motion detection

Sensor/Alarm

playback Mode

HDD Capacity

PTZ

Remote control

Audio

Network

POWER

Operation Temperature/Humidity

KVR-B004(Simplex)

Real-time OS

Upgraded Motion JPEG 
4 CH / 2 outputs
640 * 480 Pixels

640 * 576 Pixels
640 * 224 Pixels
640 * 272 Pixels
Max. 120fps

Max. 100fps
Max. 30fps
Max. 25fps

Full/Quad
Continuous/motion/sensor/schedule
12 levels motion sensitivity
24ea devision

4 CH Input / 1 CH Output
Play/FF/REW/SLOW/one fram
HDD * 2 (up to 2 Tera Bytes)
Protocol : Pelco-D, RS485

Yes
4 CH Input / 1 CH Output  
Dynamic IP, Static IP, LAN 

DC 12V, 5A
5~40 ℃ / 20~80% RH

Specifications
KVR-J400/J800(Triplex)

KVR-B004(Simplex) KVR--J400/J800(Triplex)


